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DISTRIBUTION LINE INSULATORS, PORCELAIN, POST

CLAMP TOP, Horizontal, Line Post TIE TOP, Vertical, Line Post
Description: Gray, porcelain, clamp top, horizontal line post Description: Gray, porcelain, vertical line
insulators with trunnion fittings. Use insulator with 3/4-inch post insulator with F neck tie top.

Studs, StOCk Numbel’s 696826E or 696828E. Application: Tie top vertical line post
Application: Horizontal line post insulators are used to insulators are used to construct overhead
construct 26.4 and 34.5 kV overhead distribution lines. distribution lines.

SCL Matl. Std.: 6901.60 Use with 3/4 in studs, Stock Nos. 696826E

or 696828E.
SCL Matl. Std.: 6901.30
Stock Unit: EA

Stock Unit: EA

Horizontal Coupling Vertical Coupling

Stock Typlgal . !_ength, Nominal, Stock Typical Length, Nominal,
No. Application in o .
No. Application in
690173 34.5 kV nominal lines 14 690157 26 kV nominal lines 12
and below
690161 26 kV lines in 15
contaminated and non-
CLAMP TOP, Vertical, Line Post contaminated areas

Description: Gray, porcelain, clamp
top, vertical line post insulators with
Trunnion fittings.

Application: Clamp top vertical line
post insulators are used to construct
overhead distribution lines.

SCL Matl. Std.: 6901.40

Stock Unit: EA

Vertical Coupling

Stock Typical Length, Nominal,
No. Application in
690159 26 kV nominal lines 13

690163 46 kV nominal lines or 26 kV 16
nominal lines in
contaminated areas

690166 69 kV nominal linesor 35 kv 21.5
lines in contaminated areas
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