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T R A N S M I S S I O N  L I N E  I N S U L A T O R S ,  P O L Y M E R ,  S U S P E N S I O N  
 
 

 

FOR 230 kV NOMINAL SYSTEMS 

Description:  Polymer, 230 kV, polymer, suspension type 
insulator with ANSI C29.2, 52-5 type J socket on 
top/structure end and 52-5 type J ball on bottom/line end.  
Each insulator is provided with a 9-inch grading ring on the 
line end.  Weathersheds are gray silicon rubber. 

Application:  Insulator is intended for use in overhead 
transmission systems nominally rated up to 230 kV phase-
to-phase, 60Hz.  Routine Test Load (RTL) rating is equal 
to 50% of Specified Mechanical Load (SML) rating. 

SCL Matl. Std.:  6902.37 

Stock Unit:  EA 

 

Stock  
No. 

Minimum  
SML, lbs 

Minimum  
RTL, lbs 

Section  
Length, in 

ANSI C29.2  
End Fitting Class 

Typical Application, 
Nominal Lines, kV 

012782 30,000 15,000 89 (±2) 52-5 230 
 
 

FOR 115 kV NOMINAL SYSTEMS 

Description:  Polymer, suspension type insulator with ANSI 
C29.2, 52-5 type J socket on structure end and 52-5 type J 
ball on line end.  Weathersheds are gray silicon rubber. 

Application:  For installation on wood poles or 
crossarms to support transmission conductors.  For 
new construction.  Routine Test Load (RTL) rating is 
equal to 50% of Specified Mechanical Load (SML) 
rating. 

SCL Matl. Std.:  6902.35 

Stock Unit:  EA 

 

Stock  
No. SML, lbs RTL, lbs 

Horizontal Coupling  
Length, in 

ANSI C29.2  
End Fitting Class 

Typical Application, 
Nominal Lines, kV 

690237 30,000 15,000 50 (+3, -2) 52-5 115 
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