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T R A N S M I S S I O N  L I N E  I N S U L A T O R S ,  P O L Y M E R ,  P O S T  
 

 

HORIZONTAL, 115 kV 

Description:  Gray, polymer, horizontal line post insulators 
with trunnion end fittings.  

Application:  Horizontal line post insulators are used to 
construct 115 kV overhead transmission lines.  Maximum 
Design Cantilever (MDC) rating is equal to 40% of Ultimate 
strength rating.  The ultimate cantilever strength rating is 
3,790 lbs.  The MDC strength rating is 1,515 lbs. 

SCL Matl. Std.:  6901.55 

Stock Unit:  EA 
 
 
 
  

 

Stock  
No 

Typical  
Application 

Horizontal 
Coupling Length, 
in 

012830  115 kV, steel poles, flat 
base, refer to material 
standard for base details.   

Not for new construction.   

Stock number 012830 
used on North to Bothell 
115 kV line; this insulator 
is not recommended for 
new construction.  
Contact Standards for 
more information. 

46 (+3, -2) 

013307 115 kV, steel or glue-lam 
poles, flat base 

46 (+3, -2) 

690189 115 kV, wood poles, 
curved base 

46 (+3, -2) 

 
 

 

 

 

HORIZONTAL, 230 kV 

Description:  Gray, polymer, horizontal line post insulators 
with drop eye end fitting and grading ring.  

Application:  Horizontal line post insulators are used to 
construct 230 kV overhead transmission lines.   Maximum 
Design Cantilever (MDC) rating is equal to 40% of Ultimate 
strength rating.  The ultimate cantilever strength rating is 
2,330 lbs.  The MDC strength rating is 930 lbs.  

SCL Matl. Std.:  6901.57 

Stock Unit:  EA 
 

  
 
 
 

Stock  
No 

Typical  
Application 

Horizontal 
Coupling Length, 
in 

012382 230 kV or 115 kV in 
contaminated areas, 
nominal, wood poles, 
curved base 

74 (+1, -1) 

013308 230 kV or 115 kV in 
contaminated areas, 
nominal, steel or glue-
lam poles, flat base 

74 (+1, -1) 
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