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STATION POST, 115 kV 

 

 

 

 

Description:  Polymer, station post type insulator with 
5-inch diameter bolt circle end fitting each end.  
Weathersheds are gray silicon rubber. 

Application:  For use in substations to support 115 kV 
bus or on a wood pole as a vertical line post insulator 
(with separate trunnion adapter).  Electrical and 
mechanical ratings are slightly different than those of 
porcelain TR-286 units.  Because polymer insulators 
are much less rigid than their porcelain equivalents, do 
not use to support disconnect-switch live parts without 
approval from Standards. 

This insulator, in combination with a steel trunnion 
adapter (Stock No. 012381) and bracket (Stock No. 
693017), can also be used as a vertical line post 
insulator. 

SCL Matl. Std.:  6901.95 

Stock Unit:  EA 

 

Stock 
No. 

ANSI  
C29.9  
Insulator  
Class 

Unit  
Height,  
in 

Bolt  
Circle  
Dia., in 

BIL,  
kV 

012383 TR-286 45 5 550 
 

 

STATION POST, 230 kV 

 

 

 

 

Description:  Polymer, station post type insulator with  
5-inch diameter bolt circle end fitting each end and one 
grading ring.  Weathersheds are gray silicon rubber.  

Application:  For use in substations to support 230 kV 
bus or on a wood pole as a vertical line post insulator 
(with separate trunnion adapter).  Electrical and 
mechanical ratings are slightly different than those of 
porcelain TR-304 units.  Because polymer insulators are 
much less rigid than their porcelain equivalents, do not 
use to support disconnect-switch live parts without 
approval from Standards. 

This insulator, in combination with a steel trunnion 
adapter (Stock No. 012381) and bracket (Stock No. 
693017), can also be used as a vertical line post 
insulator. 

SCL Matl. Std.:  6901.97 

Stock Unit:  EA 
 

Stock 
No. 

ANSI  
C29.9  
Insulator  
Class 

Unit  
Height,  
in 

Bolt  
Circle  
Dia., in 

BIL, 
kV 

012781 TR-304 80 5 900 
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