
SEATTLE CITY LIGHT 

MATERIAL STANDARD 

STANDARD NUMBER: 
PAGE: 
DATE: 

REV: 

6950.1 
1 of 1 
July 17, 1963 
February 26, 2004 

 

ORIGINATOR STANDARDS COORDINATOR STANDARDS SUPERVISOR UNIT DIRECTOR 

   

 

 

CLAMPS, ANGLE 
 

 
 

Angle clamps, used for turning angles to 120 degrees, shall be made of ductile iron or forged steel.  Ductile 
TM A 711. 

n required. 

ad pins shall be made of stainless steel or hard-drawn bronze, and shall be 
elf-retaining after installation. 

eference Specifications: ASTM A 536, A 153, A 711, latest revisions 

tock Unit: EA 

 

iron shall conform to ASTM A 536, and steel shall meet the requirements of AS

The clamps shall be so designed that they may be worked hot whe

The clamps shall be galvanized in accordance with ASTM A 153. 

The cotter pins for the buttonhe
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Conductor Diameter, Inches A Manufa s pproved cturer

Stock Number 
Ultimate 

Min. Max. Strength, Lbs
Hubbell/ 

Anderson 
Line 

Hard nc.ware I

695016 0.162 0.6 7,000 82860-2000 AC60 
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