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C L A M P S ,  T R U N N I O N ,  L I N E  P O S T  I N S U L A T O R  

1. Line Post Insulator Clamp bodies and keeper pieces shall be: 
 Smooth surfaced with all edges rounded to prevent damage to the 

conductor and to prevent the formation of corona. 
 Functionally compatible with the clamp top line post insulators specified  

by the latest revision of ANSI C29.7. 

2. Aluminum Clamps and Keeper Pieces for use with all aluminum or  
ACSR conductors, shall be made of high-strength, heat-treated  
No. 356-T6 aluminum alloy. figure 1, single bolt 

3. Malleable Iron Clamps and Keeper Pieces for use with copper conductors 
shall be made of malleable iron that conforms to the requirements of the  
latest revision of ASTM A 47. 

 

4. Anti-Static Springs:  All trunnion clamps shall be provided with a stainless 
steel anti-static spring installed in one of the trunnions. 

5. Cap screws shall be American Standard Course Thread Series Class 2 fit. figure 2, two bolt 

6. Spring Lock Washers:  Each cap screw shall be provided with a spring  
lock washer. 

7. Galvanizing:  All ferrous parts shall be galvanized in accordance with  
ASTM A 153. 

8. Reference Specifications:  ANSI C29.7, ASTM A 47, ASTM A 153. 

9. Stock Unit:  EA figure 3, four bolt 
 
 

Approved Manufacturers 
Conductor 
Diameter, in. single bolt (figure 1) two bolt (figure 2) 

Stock 
No. 

Clamp 
Metal Min. Max. Columbia Mfg Lindsey  Anderson C & R Lapp MacLean 

3 4 . 5  k V  L i n e  P o s t  R a t i n g  

695182 Fe 0.25 0.56 ALPS-57-SE* 1101-RIV* 270650-2001-ARIV – 47101-S1 LPS-57-F 

695183 Fe 0.50 1.06 – – 270651-3001-ARIV – 47103A-S1 LPS-118-F 

695192 Al 0.25 0.56 – 1100-RIV* TSC-57-ARIV CRTC-1 47111-S1 ACTS-057-SL1 

695193 Al 0.50 1.06 – 1104-RIV* TSC-106-ARIV CRTC-2 – ACTS-118-SL1 

695196 Al 0.99 1.50 ALPS-150-SE†* – – – – – 

1 1 5  k V  L i n e  P o s t  R a t i n g       

695194 Al 1.00 1.50 – 1108-RIV* TSC-150-ARIV CRTC-3 47114-S1 ACTS-150-SL1 

695195 Al 1.50 2.00 ALPS-200-SE* 1128-RIV* TSC-200-ARIV ▲ CRTC-4 47115-S1 ACTS-200-SL1 

* Hot line operable clamps † Captive stainless steel bolts ▲ Four bolt clamp (figure 3) 
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