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U N D E R G R O U N D  M A T E R I A L  -  S P L I C E  C O N N E C T O R S  A N D  C L O T H  
 

 

CONNECTORS, Aluminum, Straight Spl ice 

Application:  Suitable for heat shrink or cold shrink primary splices.   
For aluminum to aluminum or aluminum to copper conductors. 

Stock  
No.  

Stock  
Unit  

City Light  
Cable Range 

Approved Manufacturer and  
Catalog No.  

Matl .   
Std.  

687624 EA 750 Al Elastimold, 650SC-0360 none 
687630 * EA 750 CCR, Cu See Stock Catalog page 65-17 none 
687622 EA 500 Elastimold, 650SC-0320 none 
687619 EA 350 Stranded Elastimold, 650SC-0300 none 
687620 EA 300 Compressed Elastimold, 650SC-0290 none 
* Stock No. 687630 also shown on page 65-17.  This connector is tinned copper. 

 

SPLICE, 600 Volt ,  Oi l  Block 

Application:  For 500 kcmil PILC to 500 kcmil poly, copper. 
Order:  Minimum order quantity is 75. 

Stock  
No.  

Stock  
Unit  

Approved Manufacturer and  
Catalog No.  

Matl .   
Std.  

687530 EA Raychem, LVS-181-SCL none 
 

CLOTH, Spl ice Protect ion 

Application:  Temporary covering for splices. 

Stock  
No.  

Stock  
Unit  

Approved Manufacturer and  
Catalog No.  

Matl .   
Std.  

580735 E FT No-Ox-Id, 4 none 
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