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Cable Support Materials - Underground 

Insulator, Thermoplastic, Cable Support Assembly 
Description:  One-piece, split thermoplastic cushion, stainless steel clamp with 
stainless steel or silicon-bronze bolt, split-ring lock nut, and hex nut. Used to fasten 
heavy primary or secondary cable to support brackets.  
NOTE: For a firm grip, cable diameter should be equal to or slightly greater than the 
minimum inside diameter of the cushion. In some situations, shimming with tape 
may be required. If the diameter of the cable is greater than 1/4 in over the minimum 
inside diameter of the cushion, use the next greater cushion size. 
SCL Matl. Std.:  none 
Stock Unit: EA 

 

Stock No. Typical Cable Applications ZSI Catalog No. Mfr. Box Label (in) 
Actual Inside Cushion 

Diameter (in) 
011961 28 kV, 1/0, 2/C, bare 018CC026S 1-1/8 1.06 
011962 28 kV, 350 kcmil, 1/C 024CC034S 1-1/2 1.44 
011963 28 kV, 750 kcmil, 1/C 028CC042S 1-3/4 1.63 
011964 – 032CC042S 2 1.88 
012501 28 kV, 1000 kcmil, 1/C 

15 kV, #1 AWG, 3/C 
034CC042S 2-1/8 2.00 

011965 15 kV, 3/0 AWG, 3/C 036CC050S 2-1/4 2.13 
011966 28 kV, #1 AWG, 5/C 

15 kV, 350 kcmil, 3/C 
042CC050S 2-5/8 2.50 

 

Insulator, Ceramic, Spool, Cable Support Assembly, Bolted  
Description:  Single spool assembly with mounting bolts. Insulator halves are  
glazed porcelain. 
Application:  To provide a means to fasten heavy primary or secondary cable to 
support brackets. 
SCL Matl. Std.:  none  
Stock Unit:  EA 

 Stock No. Cable Size 
Inside 

 Dimension (in) 
Delta-Star  
Catalog No. 

690765 #1-2C 1-1/8˝ SSZ-350008-T-SS 
690770 350-2C 1-1/2˝ SSZ-350011-T-SS 
690772 500-1C 1-3/4˝ SSZ-350013-T-SS 
690775 750-1C 2˝ SSZ-350015-T-SS 
690777 #1-3C 15 kV 2-1/4˝ SSZ-350017-T-SS 
690780 3/0-3C 15 kV & 

#1-3C 28 kV 
2-5/8˝ SSZ-350020-T-SS 

 

Cable Cleat and Liner 
Description: Marine grade, nonmagnetic 316L stainless steel cleat with low smoke 
and fume, zero halogen polymer liner. 3/8-inch mounting bolts not included. 
Application: Cable cleats (with liners) are used to cushion electric power cables 
from magnetic forces arising during fault currents.  For vertical support of heavy 
cable, use weave-style grips. Refer to manufacturer’s website 
(www.kvastrategies.com) for recommended cleat spacing and ratings for 
withstanding short circuits. 
SCL Matl. Std.: 7206.06 
Stock Unit: EA 

 

Stock No. Description 
013428 Cleat 
013429 Cleat liner for 15 kV, 1000 kcmil, 3-1/C cable (Stock No. 623670) 
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