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BRACKET,  Conduit ,  Pole Riser  

SCL Matl. Std.:  6867.50 
Stock Unit:  EA 

Bracket  Without  Brace  

Stock  
No. 

Length,  
in 

t yp i ca l

686784E 10-1/2  

686786E 12-1/2  

686790E 18  

Bracket  With Brace  

Stock  
No. 

Length,  
in 

t yp i ca l

686792E 10-1/2  

686794E 12-1/2  

686796E 18  

012330 26  
 

STRAP,  Strut  Pipe /  Conduit ,  L ight  Duty 

Description:  Light duty, electro-galvanized steel, strut-type, pipe/conduit clamp.  Hardware not captive. 
Application:  For securing lightweight, thin-wall EMT conduit to channel strut. 
SCL Matl. Std.:  none typ i ca l  
Stock Unit:  EA 
 

Approved Manufacturers 
Stock  
No. 

Conduit Size, 
in 

Captive 
Hardware? 

Static Load 
Rating, lbs., 
minimum 

Unistrut/  
Tyco Wesanco 

689754E 1/2 no 400 P1211EG W-6026 

689757E 3/4 no 400 P1212EG W-6028 

689759E 1 no 400 P1213EG W-6030 
 

STRAP,  Strut  Pipe /  Conduit ,  Heavy Duty 

Description:  Heavy duty, electro-galvanized steel, strut-type, pipe/conduit clamp.  Sizes 1 inch through 4 inch are one-piece, 
break-apart, construction with captive hardware.  Sizes 5 inch through 6 inch are of traditional two-piece  
design with non-captive hardware.  Straps shall be provided assembled or individually bagged. 
Application:  For securing rigid steel or Schedule 80 PVC pipe to strut brackets installed on riser poles 
or to struts in other locations. 
SCL Matl. Std.:  none typ i ca l  
Stock Unit:  EA without captive hardware 

 
Approved Manufacturers 

Stock  
No. 

Conduit  
Size, in 

Captive 
Hardware? 

Static Load 
Rating, lbs, 
minimum 

Caddy/ 
Erico Wesanco 

689760E 1 yes 0600 RIGD0100EG – 

689761E 1-1/4 yes 0600 RIGD0125EG – 

689762E 1-1/2 yes 0800 RIGD0150EG – 

689764E 2 yes 0800 RIGD0200EG – 

689766E 2-1/2 yes 0800 RIGD0250EG – 

689768E 3 yes 0800 RIGD0300EG – 

689770E 3-1/2 yes 1000 RIGD0350EG – 

689772E 4 yes 1000 RIGD0400EG – 

689774E 5 no 1000 – W-6162A 
 


