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Miscellaneous Underground Material 
 

 

MARKING TAPE, Conduit or Direct Buried Cable 
Description:  Red printing on plastic film with detectable foil.  Also shown on Stock Catalog page 73-40. 
SCL Material Standard:  none 
Stock Unit:  RL 

Stock No. Roll Size Printing Manufacturers 

Reef Industries “Sentry Line” #42-0110 736800 3˝ x 1000΄ "CAUTION:  BURIED ELECTRIC LINE" 

Pro-Line Safety 

 

GREASE, Silicone 
Description:  Dielectric silicone compound.  Product is a stiff, tacky dielectric 
compound with excellent water repellency. 
Application:  Five gram packets are for used to lubricate elbows and primary 
splices.  Eight ounce squeeze tubes are most appropriate when large  
amounts of the product are needed to fill voids in underground secondary  686431 
cluster splices for the purpose of keeping out dirt and water.  Product 
dispensed from eight-ounce squeeze tubes should not be used to lubricate 
primary connections due to the risk of contamination. 
SCL Material Standard:  none 
Stock Unit:  TU 

Stock No. Description Manufacturer Catalog No. 

686431E 5 gram individual packet Silchem SM7704/5gm/mt 

012788 8 ounce squeeze tube Silchem SM7704/8.0 
 

 

PIN, Steel 
Description:  16˝ long, 7/8˝ diameter. 
Application:  For holding down steel plates covering excavations during construction. 
SCL Material Standard:  none 
Stock Unit:  EA 
Manufacturer:  Made by City Light Steel Shop 
Stock No.:  720710 
 

 


