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Precast Vaults and Accessories 

Concrete Vault, “712” 
Description: Precast concrete vault assemblies and components with galvanized 

non-slip covers. 

 

Application: 712 vaults are intended for use in the construction of underground 
electric systems.  The precast concrete structure may be used to 
house medium-sized transformers, load break junction boxes, and in 
making service connections and splices for the distribution system. 

Matl. Std.: 7203.46 
Issuance: EA 

  
Nominal Inside 

Dimension (ft-in) 
Nominal Inside  
Dimension (in)  

Stock No. Description Length Width Depth Door/Opening Loading 

013116 712 vault w/ hatch and round  
cover access 

12-3 7-2 7-6 Two 72 in x 36 in hatches H20 

013117 712 vault w/ two round  
cover access 

12-3 7-2 7-6 Two 42-in round H20 

013118 712 vault w/ hatch and round cover 
access, offset to right (Type 1) 

12-3 7-2 7-6 72 in x 36 in hatch and 42-in 
round, offset to left (Type 1) 

H20 

013119 712 vault w/ hatch and round cover 
access, offset to right (Type 2)  

12-3 7-2 7-6 72 in x 36 in hatch and 42-in 
round, offset to right (Type 2) 

H20 

013112 712 vault base  12-3 7-2 3-9 -  - 

013113 712 top with two  
78 in x 50 in blockouts  

12-3 7-2 3-9 Two 72 in x 36 in hatches H20 

013114 712 top w/ 78 in x 50 in blockouts 
and 42-in  round blockout, offset to 
left (Type 1)  

12-3 7-2 3-9 72 in x 36 in hatch and  
42-in round, offset to left  
(Type 1) 

H20 

013115 712 top w/ 78 in x 50 in blockouts 
and 42-in round blockout, offset to 
right (Type 2) 

12-3 7-2 3-9 72 in x 36 in hatch and  
42-in round, offset to right 
(Type 2) 

H20 

013395 712 top, with two  
42-in round blockouts 

12-3 7-2 3-9 Two 42-in round H20 
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