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Precast Vaults and Accessories 

Concrete Vault, “644” 

Description: Precast concrete vault assemblies and components with 
galvanized non-slip covers.  

644 vaults are used in the construction of underground electric 
systems. This precast concrete structure may be used to house 
loadbreak junction boxes and to make service connections and 
splices for the distribution system. These vaults are H20 rated and 
have a solid, non-slip, 36-in square hatch. 

 

Matl. Std.: 7203.61 

Stock Unit: EA 

  Dimensions 

  Outside  Inside 

Stock No. Description Length Width Height  Length Width Height 

013731 Base 6' 0" 4' 0" 3' 6"  5' 6" 3' 6" 3' 2" 

013732 Cover, with solid hatch 6' 0" 4' 0" 0' 6"  5' 6" 3' 6" – 

013733 Assembly, base and 
cover  

6' 0" 4' 0" 4' 0"  5' 6" 3' 6" 3' 2" 

Concrete Vault, “687” 

Description: Precast concrete vault assemblies and components with 
galvanized non-slip covers. 

687 vaults are used in the construction of underground electric 
systems. This precast concrete structure may be used to house 
medium-size transformers, loadbreak junction boxes, and to make 
service connections and splices for the distribution system. A 42-in 
round iron frame (Stock No. 012753) and cover (Stock Nos. 
720226 or 720466) will be required with the 42-in blockout access 
top section.  

 

Matl. Std.: 7203.66 

Stock Unit: EA 

  Dimensions 

  Outside Inside 

Stock No. Description Length Width Height  Length Width Height 

013734 Base, standard 687  8' 8" 6' 8" 1' 10"  8' 0" 6' 0" 1' 0" 

013735 Mid-section 8' 8" 6' 8" 4' 10"  8' 0" 6' 0" 4' 9" 

013736 Cover, with round access 8' 8" 6' 8" 1' 10"  8' 0" 6' 0" 1' 3" 

013737 Assembly (base, mid-section, and 
cover with round access) 

8' 8" 6' 8" 8' 6"  8' 0" 6' 0" 7' 0" 

 
 
 


