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Accessories, Separable Connector, 600 A, 150 kV BIL, Deadbreak 
General Application:  The accessories on this page are intended to be used in conjunction with 150 kV 

BIL, deadbreak separable connector dielectric components (T-bodies and cable 
adapters), SCL 6863.25, to construct complete cable connector systems.  150 kV 
BIL T-bodies and cable adapters cannot be used interchangeably with 125 kV BIL 
dielectric components.  New construction should utilize 125 kV BIL material, except 
in cases where the equipment being connected to has 150 kV BIL bushings. 

Matl. Std. reference for this page: 6863.27  
All Stock Units: EA 

Connecting Plug with One Stud 

 
Application: A connector that provides two in-line 

bushing interfaces. 
Stock No.: 687260 
 
Insulated Plug with Test Point Cap 

 
Application: An accessory device designed to 

electrically insulate, electrically shield, and 
mechanically seal an elbow interface. Test 
point cap is removable to allow access to 
capacitive test point. Requires stud. 

Stock No.: 687270 
 
Insulated Plug with Test Point Cap and One 
Loose Stud 

 
Application: An accessory device designed to 

electrically insulate, electrically shield, and 
mechanically seal an elbow interface.  Test 
point cap is removable to allow access to 
capacitive test point. Exact same as 
687270, except one loose stud is provided. 

Stock No.: 687280 
 
 
 
 
 
 

Insulated Cap 
 

 
Application: An accessory device designed to 

electrically insulate, electrically shield, and 
mechanically seal a bushing insert or 
integral bushing. For 35 kV loadbreak, 
transformer and junction box bushings. 

Stock No.: 687340 (no longer available) 
 
 


