SEATTLE CITY LIGHT

STOCK CATALOG

STOCK CLASS: 7 O

PaGE: 11

SUPERSEDING: April 1, 2004
EFFECTIVE DATE: January 25, 2008

ACCESSORIES, SEPARABLE CONNECTOR (ELBOW),
200 A, 125 kV BIL, DEADBREAK

General Application: The accessories on this page are intended to be used in conjunction with 200 A, 125 kV BIL,
deadbreak separable connector (elbow) kits, Material Standard 6864.15 to construct complete cable connector systems.
Because of high fault duty, connectors rated 200 A continuous are not appropriate for network systems. Network systems
should be constructed with connectors rated 600 A (or 900 A) continuous.

SCL Matl. Std. reference for this page: 6864.17
All Stock Units: EA

INSULATED CAP with 5-foot Drain Wire Lead

Application: An accessory device
designed to electrically insulate, electrically
shield, and mechanically seal

a bushing insert or integral bushing. For
26.4 kV or 5 kV deadbreak, transformer
and junction box bushings.

Stock Number: 686411

SHIPPING CAP

Application: Replacement shipping cap for
instances when original cap is lost. Shipping
caps are used to keep the mating surface of the,
elbow clean during shipping, storage,

and handling prior to installation. It has no
dielectric properties and is not to be used on
energized systems.

Stock Number: 686469

INSULATED PLUG

Application: An accessory device designed
to electrically insulate, electrically shield, and
mechanically seal an elbow interface.

Stock Number: 686456

MULTI-WAY JUNCTION (J-Box), Four-
Bushing, with Type 160PS Parking Stand Each End
Application: An accessory device with four

interconnected bushings. Center-to-center spacing is
four inches.

Stock Number: 686730

MULTI-WAY JUNCTION (J-Box), Three-
Bushing, with Type 160PS Parking Stand Each End
Application: An accessory device with three
interconnected bushings. Center-to-center spacing is four
inches.

Stock Number: 686732




