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A C C E S S O R I E S ,  B U S H I N G  W E L L S ,  
SEPARABLE CONNECTOR (ELBOW) ,  200  A ,  125  kV  B IL ,  DEADBREAK 

 
General Application:  The accessories on this page are intended to be used in conjunction with 200 A, 125 kV BIL, 
deadbreak separable connector (elbow) kits, Material Standard 6864.15 to construct complete cable connector systems.  
Because of high fault duty, connectors rated 200 A continuous are not appropriate for network systems.  Network systems 
should be constructed with connectors rated 600 A (or 900 A) continuous. 
SCL Matl. Std. reference for this page:  6864.17  
All Stock Units:  EA 
 

BUSHING WELL, Four-Hole 
Clamp Ring, Gasket to Be Field 
Fabricated 

Application:  An 
apparatus bushing 
having a cavity for 
insertion of connector 
component, such as  
a bushing insert. 

Stock Number:  
686433 
 
 
 
 
 

BUSHING WELL, 9-1/2-inch 
Shank 

Application:  An 
apparatus bushing 
having a cavity for 
insertion of connector 
component, such as a 
bushing insert. 

Stock Number:  
686434 
 
 
 
 
 

 

BUSHING WELL, 10-1/2-inch 
Shank, 3/8-inch Stud 

Application:  An 
apparatus bushing 
having a cavity for 
insertion of connector 
component, such as a 
bushing insert. 
Bushing well 
designed to fit in  
a 2.31-inch hole. 

Stock Number:  
686435 
 
 
 

 

BUSHING WELL, 15-inch 
Shank  

Application:  An 
apparatus bushing 
having a cavity for 
insertion of connector 
component, such as a 
bushing insert. 

Stock Number:  
686437 
 
 
 
 
 

 

BUSHING INSERT 

Application:  A connector 
component intended for insertion 
into a bushing 
well designed for use 
with another 
connector 
component, such  
as an elbow. 

Stock Number:  
686430 
 
 
 

FEED-THRU BUSHING 
INSERT 

Application:  An accessory 
device with two electrically 
interconnected bushing 
interfaces that can be installed 
into a bushing well. 

Stock Number:  
686726 
 
 
 
 
 

 

 


