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HEAT SHRINK SPLICE KIT,  STRAIGHT,   
110 kV , BIL, Tyco 

Description:  Tyco, 110 kV BIL, straight, heat shrink 
cable splice kits. Cable splices are also known as 
cable joints. 

Application:  Heat shrink splices are used to 
permanently join two like - sized conductors, TRXLPE 
or EPR insulated, tape or flat strap shielded, medium 
voltage cable ends. The current and temperature 
rating of a heat shrink splice is equal to or greater than 
that of the cable for which it is designed. Heat shrink 
splices rated 110 kV BIL are intended for use on 
Seattle City Light's 13.8 kV, 3-wire, delta network 
system. 

 

 

 

Heat shrink kits contain everything that is needed to 
make up a splice, except the connector. Refer to 
Construction Standard 0535.11 for selecting the 
appropriate compression connector for a given cable. 

SCL Matl. Std.:  6873.11 

Stock Unit:  EA 
 

Stock Number 
City Light Application, 
AWG/kcmil 

013055 #1 - 2/0 

013056 350 - 500 

013057 750 - 1000 

 

adhesive-backed 
copper strips instructions 

 

 

red/black triple layer tube 

 

 ground braid 

SRM stress relief mastic 

 

 

spring clamps 

 

 

 

 

red sealant strips  shielding mesh 
 

steel retention clip 
(approx. 2x) 

 

black/green  
wrap-around sleeve 

 

 
stainless steel channels 
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