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C A B L E  S E A L I N G  A N D  S H I E L D  A D A P T E R  K I T S  
 

CABLE ACCESSORY SEALING KIT for Jacketed, Round Wire Concentric Neutral Cable 

Description:  Kit includes cold shrink sealing tube, mastic sealing strips, and printed instructions. 
Application:  Kit provides a reliable means of sealing the jacket end of round wire concentric neutral power cables where 
elbows or other cable accessories are installed. 
SCL Matl. Std.:  none 012687 
SCL Std. File:  6872.00 
Stock Unit:  EA 

Stock  
No. 

Application Range 
Diameter, in. 

3M Catalog  
Number 

Cable  
Application 

012687 0.95 to 1.94 8452 #2 to 2/0 AWG, 28 kV 
 

SHIELD ADAPTER KITS for Flat Strap, Tape, or Drain Wire Shielded Cable 

Description:  Kits include cold shrink sealing tube, mastic sealing strips, printed instructions, a constant force spring, semi-
con tape, and ground braid with bleed wire.  Standard adapter kits contain an L-shaped (single tail) braid and a 5/8″ wide by 
3/4″ diameter constant force spring.  High fault duty adapter kits contain a U-shaped (double tail) braid and a 3/4″ wide by 1-
1/2″ diameter constant force spring. 
Application:  Shield adapter kits are designed to accommodate the grounding of accessories installed on conventional tape, 
drain wire, and flat strap shielded power cable.  Adapter kits provide cable jacket-to-accessory sealing and grounding.  
Standard shield adapter kits have a ground fault current capacity limit of about 3,000 A (for 30 cycles).  High fault duty shield 
adapter kits have a ground fault current capacity limit of 12,000 A (for 30 cycles). 
SCL Matl. Std.:  none  
SCL Std. File:  6872.00 012662 
Stock Unit:  EA  
  

Stock  
No. Description 

Application Range 
Diameter, in. 

3M Catalog  
Number Cable Application 

012662 standard fault duty 0.83 to 1.64 8460 #2 AWG to 250 kcmil, 15 kV 

    #2 AWG to 250 kcmil, 28 kV 

    #8 AWG, 27 kV, Kerite 

686512 high fault duty 1.27 to 2.17 8461-HSG-W 350 to 1000 kcmil, 15 kV 

    350 to 750 kcmil, 28 kV 
 

CONSTANT FORCE SPRINGS 

Description:  Constant force springs (also known as clock springs) are manufactured special by the 3M Company. 
Application:  Constant force springs are available as stock items in the event the springs that are included in adapter kits 
are lost, damaged, or the wrong size.  
SCL Matl. Std.:  none typical 
SCL Std. File:  6872.00 
Stock Unit:  EA 

Stock  
No. 

Width,  
in. 

Outside 
Diameter,  
in. 

Application Range, 
Cable Jacket 
Diameter, in. 

3M Catalog  
Number Cable Application 

686514 5/8 3/4 0.80 to 1.50 CFS-.80/1.50 #1 to 3/0 AWG, 15 kV  

     #8 AWG, 27 kV, Kerite 

686516 5/8 1 1.00 to 2.20 CFS-1.00/2.20 350 to 500 kcmil, 28 kV 

     350 to 750 kcmil, 15 kV 

012127 5/8 1-1/2 1.50 to 3.00 CFS-1.50/3.00 750 to 1000 kcmil, 28 kV 

     1000 kcmil, 15 kV 
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