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U N D E R G R O U N D  M A T E R I A L  -  S P L I C E S ,  1 5 - k V  
 
HEATSHRINK, 3 OR 4 WAY WYE SPLICE 
15 kV, 110 kV BIL 
SCL Matl. Std. 6871.3 
See Stock Catalog page 65-18 for connectors. 
See entry below for shim kits. 
Stock Unit:  EA 

Stock No. Item 
Main Cable 

Range 
Tap Cable 

Range 
Main Dia. 

Min-Max, In. 
Tap Dia. 

Min-Max, In. 

687540 3 way Splice #2 to 350▲ #2 to 350▲ 0.65 to 1.05 0.65 to 1.05 

687545 ♣4 way Mod. kit #2 to 350▲ #2 to 350▲ 0.65 to 1.05 0.65 to 1.05 

687541 3 way Splice 250 – 750 #2 – 750 0.95 to 1.45 0.65 to 1.45 

687546 ♣4 way Mod. kit 250 – 750 #2 – 750 0.95 to 1.45 0.65 to 1.45 

011909 3 way Splice 750 – 1000 #1 – 250 1.05 to 1.70 0.65 to 1.05 

♣ Modification Kits are used when making a 4-way splice. 
▲ The diameter over the insulation must be less than 1.05". 

 
SHIM KITS for 3 or 4 Way Wye Splices and Straight Splices 
Shim Kits are used to increase the insulation diameter of a cable, allowing it to fit in the use range of a standard 
splice kit. 
SCL Matl. Std. 6871.3 
Stock Unit:  EA 

Stock No. Item Usage 

687551 Shim Kit "Shim 1" 
For 3/0 as the smaller main leg (250 to 750 kcmil) in HVSY 1523 wye 
splice, Stock No. 687541. 

687553 Shim Kit "Shim 3" 
For 500 kcmil Cu to 750 kcmil Al in HVS 2523S straight splice, Stock No. 
687516. 

687554 Shim Kit "Shim 4" 
For cable sizes smaller than 350 kcmil (350 to 500 kcmil) in straight 
splice, Stock No. 687514. 

See Raychem catalog, page 48 for other applications. 
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