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U N D E R G R O U N D  M A T E R I A L  -  T E R M I N A T I O N S  
 

TERMINATIONS, G & W SLIP-ON  
Table  1  
 

Stock 
No. 

Voltage, 
kV BIL Cable Range Mounting 

Connector 
Included 

Accessory 
Kit 

Included 

Aerial Lug 
Included and 
Kit Cat. No. 

G&W 
Termination 
Kit Cat. No. 

686482 27 150 #1 to 4/O Al-Cu 5-7/8" Flange #1 A K-2 #6-4/0 eye bolt PATR 1802

686461 27 150 350 to 750 Al-Cu 6-5/8" Flange none K-3 #2-500 Al 
(A5076-190A) 

PATR 1873

686480 27 150 #1 to 4/O Al-Cu Pole #1 Al K-2 #6-4/0 eye bolt PATR 1802

686484 27 150 350 to 750 Cu 
& 350 to 500 Al 

Pole none none #2-500 Al 
(A5076-190A) 

PATR 1872

686479 13.8 110 #1 to 4/O Al-Cu 4-3/4" Flange #1 Cu K-1 #6-4/0 eye bolt PATR 1701

686471 13.8 110 350 to 750 Cu 
& 350 to 500 Al 

5-7/8" Flange none K-2 #2-500 Cu 
(A5076-190) 

PATR 1772

CONNECTORS FOR G & W SLIP-ON TERMINATORS  
Table  2  

Stock No. Cable Size G & W Cat.No. Burndy Die T & B Die 
Use with G & W 

Terminations 

686103 #1 Cu A5087-24 U1CRT 37 PAT 1802,  

686113 #1 Al A5088-24 243 50 PATR 1701, or 

686106 3/0 Cu A5087-27 U27RT 50 PATR 1802 

      

686125 350 Comp Cu A5087-5 U31RT 71  

686146 350 Comp Al A5088-5 U31RT 87  

686138 350 Str. Al A5088-4 U31ART 87 PAT 1872,  

686128 500 Cu. A5087-10 U34RT 87 PATR 1873, or 

686130 750 Str. Cu A5087-15 U3ART 106 PATR 1772 

686143 750 Str Al A5088-15 C39ART 125  

686145 750 Comp Al A5088-16 C39ART 125  

ACCESSORY KITS 
Accessory kits are for: 1. Grounding drain wire or copper tape cable shields or 
 2. Centering concentric neutral type cables in terminator. 

Table  3  

Stock No. 
Cable Jacket O.D., In. 
(Not Insulated O.D.) G & W Catalog No. 

686150  0.813  to  1.187 K-1 

686152  0.937  to  1.437 K-2 (250 kcmil max.) 

686154  1.187  to  1.625 K-2 (500-750 kcmil max.) 

686156  1.500  to  2.187 K-3 
 
Notes for G & W Terminators: 
1. The wire range for the terminator is greater than what is indicated here however, City Light stocks connectors only in the range 

indicated.  
2. If no connector is indicated, or if a different wire size is required, select the proper connector from Table 2. 
3. If no accessory kit is included, or a kit for a different cable jacket O.D. is required, select the proper accessory kit from Table 3. 
4. Flange mount terminators have 6-7/16" bolt holes. The bolt circle is listed before the word "Flange". 
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