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LOADBREAK ELBOW KITS 

Application:  A separable 
connector (elbow) is a fully 
insulated and shielded 
system for terminating and 
electrically connecting an 
insulated power cable to 
electrical apparatus, other 
power cables, or both, so 
designed that the electrical 
connection can be readily 
established or broken by engaging or separating the 
connector at the operating interface.  Suitable for use on 
26.4 kV, 4-wire, solidly-grounded systems and 5 kV 
systems.  Because of high fault duty, connectors rated 
200 A continuous are not appropriate for network 
systems.  Network systems should be constructed with 
connectors rated 600 A (or 900 A) continuous. 
SCL Matl. Std.:  6864.05 

Stock Units:  EA 

 

Kit  
Stock  
Number 

Conductor  
Application 

Conductor 
Stock  
Number 

686445 28 kV, 1/0 AWG solid 
aluminum, bare CN cable 

602025 

 28 kV, 1/0 AWG solid 
aluminum, jacketed CN cable 

012098 

686442 27 kV, #8 AWG copper Kerite 
cable 

623650 

 

 

LOADBREAK PROBE KIT 

Description:  Kit includes probe, installation tool, 
silicone lubricant, and instruction sheet. 
Application:  For replacement of spent loadbreak  
elbow probes of any make. 
SCL Matl. Std.:  6864.05 

Stock Units:  EA 

Stock Number:  686423 

 
 


	Conductor Application
	Conductor Stock Number

