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UNDERGROUND MATERIAL, FIRE PROTECTION CONTROL CABINET 
 

CABINET, Fire Protection Control - For spot networks 
Complete, assembled fire protection control cabinet including the components shown below. 
Shop made per C. L. Dwg. DU-770 
Stock Unit:  EA 
Stock No.  682897 
 

FIRE PROTECTION SYSTEM COMPONENTS 
Stock Unit:  EA,  Except for 682630, which is FT 
Stock 
No. 

 
Item 

 
Description 

Approved Mfgr. 
(NO Substitutions) 

682601 Enclosure NEMA Type 4, 30”H x 24”W x 10”D, ANSI gray 
682602 Panel 27” x 21” white. (For Stk. No. 682601) Hoffman A30P24 or equal 
682603 Socket assy. light fixture Crouse Hind Vaportight VXH15 
682604 Capacitor Poly film, radial lead, 400V Mepco C-280 MAF/A 100K 
682605 Resistor 1 Megohm, 1 Watt Carbon Comp. or metal film 
682606 Block, Fuse Barrier type, 1 to 30 Ampere Bussman 2610 
682607 Fuse, power 3 Amp, 600V CL K5 Bussman N0S3, Gould-Shawmut OTS3 
682609 Fuse, power 10 Amp, 600V CL K5 Bussman N0S10, Gould-Shawmut 

OTS10 
682610 Relay Type HEA GE 12HEA61C238X2 
682611 Bracket assy. HEA assy. Half is 6-1/2” x 4-3/4”;  

Half is 5” x 3-1/4” x 7/8” 
Mounting from SS hinge stock 

682612 Latch assy. HEA bracket mtg., shear steel to  
2” x 8-1/2”. 90 degree bend to  
7-3/8” x 1-1/8”. Shear hinge stock to 2” 

Per C. L. Dwg. DU769, Rev. 4 of 3-6-91 

682614 Terminal 
block 

6 position Cinch Jones 6-141 

682615 Test Switch assy ldbl w/4 single pole switches, no barriers. 9-1/2” base assy, front wired w/ cover 
682618 Resistor 12 Ohm, 12 Watt  wirewound Ohmite B12-J12R 
682619 Rectifier, 

silicon 
60 Amp R6 Diodinc 6A10 

682625 Receptacle. 
indicator lamp 

Oil tight w/ solder terminals 1-1/16” hole mtg. for stovepipe lens 

682630 
(per FT) 

Wire, flame 
resistant 

#14 AWG, 41 strand, type SRML, 600 V braided glass insul., black 
 

682631 Cover, 
indicator lamp 

Oil tight, stove pipe style, clear 
backfrosted lens 

Dialight 125-117-403 

682633 Adapter Light fixture mtg. w/ gasket Hubbell VAP 
682637 Terminal mtg. 

panel 
Shear steel to 27” x 3/4”, locate & slot (2) 3/8” x 11 holes,  
90 degree bend to 8” x 1-3/4”. 

682638 Globe, clear for 150 watt lamp Hubbell VG-15 
682639 Guard Light fixture, for 150 W lamp Hubbell VGC-15 
682640 Light fixture Waterproof, for 150 W lamp Carlon E962E 
682641 Globe Clear Glass, for waterproof light fixture, 

for 150 W lamp 
Carlon E960GLB 

682646 Capacitor. 
AC-DC 

30 F, 330 VAC 440 VAC dual rated 
class style P, 4-3/4” Al. 

GE 97F5023 

682647 Bracket Capacitor mounting, 4-3/4”, Al. GE 295A6016P3 
765845 Heat Sensor Hermetically sealed, for 1/2" conduit 

knockout, 225 degrees F closing 
Fenwal " Detect-A-fire" 27121-0-225 

See page 30-9 for 240/480 V Pri. 120/240 V Sec. 250 VA  transformer to be field installed if vault service voltage is 277/480. 
(Stock No. 682608) 
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