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F A U L T  I N D I C A T O R S  A N D  C A T H O D I C  P R O T E C T I O N  
 

 

OVERHEAD FAULT INDICATORS 

Description:  Fixed trip, single-phase overhead fault indicator.  Unit resets itself after 4 hours.  
Units may also be manually reset with test/reset magnet, stock number 013006. 

Application:  Fault indicators are intended for semi-permanent installation on 26.4 kV, three-
phase, bare, overhead, distribution conductors for the purpose of aiding crews with locating 
faults.   

Fault indicators are intended for installation at the following locations:  mid-point of the feeder 
near switches, feeder “getaways,” underground dips, un-fused laterals and 3/4 point on long 
feeders. 

Fault indicators may be installed alone on one conductor or in sets of three on a circuit. 

SCL Matl. Std.:  6850.00 
Stock Unit:  EA 
Stock Number:  765872 

 

TEST/RESET MAGNET 

Application:  Used on the end of a hot stick to manually test or reset overhead fault 
indicator, Stock Number 765872. 

SCL Matl. Std.:  6850.00 
Stock Unit: EA 
Stock Number:  013006 

 

CATHODIC PROTECTION UNITS 

Application:  Padmount transformers and switches. 

SCL Matl. Std.:  none 
Stock Unit: EA 

Stock Number Description Manufacturer and Catalog No. 

688001 120 VAC control unit and 3 anodes Fargo CM1K120A 

688005 277 VAC control unit and 3 anodes Fargo CM1K277A 
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