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A C C E S S O R I E S ,  S E P A R A B L E  C O N N E C T O R  ( E L B O W ) ,   
2 0 0  A ,  1 2 5  k V  B I L ,  L O A D B R E A K  

 
General Application: The accessories on this page are intended to be used in conjunction with 200 A, 125 kV BIL, 
loadbreak separable connector (elbow) kits (Material Standard 6864.05) to construct complete cable connector systems.  
Because of high fault duty, connectors rated 200 A continuous are not appropriate for network systems.  Network systems 
should be constructed with connectors rated 600 A (or 900 A) continuous. 
SCL Matl. Std. reference for this page:  6864.07  
All Stock Units:  EA 

 

MULTI-WAY JUNCTION (J-Box), Five-Well, 
with Type 160PS Parking Stand Each End 

Application:  An accessory device with five 
interconnected wells.  Center-to-center spacing is four 
inches.  This Stock No. does not include bushing inserts. 
Order five loadbreak bushing inserts, Stock No. 686449, 
or five deadbreak bushing inserts, Stock No. 686430, for 
each five-well, junction box to form a complete unit. 

Stock Number:  686555 

 
 
 
 
 
 
 

INSULATED CAP with 5-foot Drain Wire Lead 

Application:  An accessory 
device designed to electrically 
insulate, electrically shield, and 
mechanically seal a bushing insert 
or integral bushing. For 26.4 kV or 
5 kV loadbreak, transformer and 
junction box bushings. 

Stock Number:  686452 
 
 
 

THREADED STUD, 1-5/16″  x 3/8-16 

Application:  For replacement purposes if 
original threaded stud is lost or damaged.  
Stud is used to connect a loadbreak 
bushing insert, Stock No. 686449, or 
deadbreak bushing insert, Stock No. 
686430, into a Patton & Cooke or Cooper 
Power Systems five-well, junction box, 
Stock No. 686555. 

Stock Number:  686216 
 

 

MULTI-WAY JUNCTION (J-Box), Four-Bushing, 
with Type 160PS Parking Stand Each End  

Application:  An accessory device with four 
interconnected bushings.  Center-to-center  
spacing is four inches. 

Stock Number:  686455 

 
 
 
 
 
 

MULTI-WAY JUNCTION (J-Box) ,Three-
Bushing, with Type 160PS Parking Stand Each End 

Application:  An accessory device 
with three interconnected bushings.  
Center-to-center spacing is four 
inches. 

Stock Number:  686454 

 
 
 

MULTI-WAY JUNCTION (J-Box) , Two-Bushing, 
with Type 160PS Parking Stand Each End 

Application:  An accessory device 
with two interconnected bushings.  
Center-to-center spacing is four 
inches. 

Stock Number:  686552 

 

 


