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ADAPTER RING, Welded to Transformer 
Description:  7/10-inch thick adapter ring has 3/8” x 1-3/4” 
threaded studs.  It is welded to the transformer. 

Application:  Used on 13 kV or 26 kV Network transformers, 
to convert from 13 kV wiped lead termination to PATR 1701 
or to straight bushing. 

Stock Unit:  EA 

Stock  
No. 

Bolt  
Circle, in 

Material 
Standard 

686250 4-3/4 6862.5 
 

ADAPTER RING GASKET 

Application:  See tables below. 

Stock Unit:  EA 

Stock  
No. 

Bolt  
Circle, in 

Material 
Standard 

686386 4-3/4 6862.5 

686281 5-7/8 6862.6 

686270 6-1/8 6862.01 
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ADAPTER RING, with Welded Bushing, Bolt-In 
Application:  Order adapter ring with bushing.  See tables 
below.  Use gasket. 

Stock Unit:  EA 

Stock  
No. 

Bolt  
Circle, in 

Material 
Standard 

686213 4-3/4 6862.10 

686282 5-7/8 6862.6 

686196 6-1/8 6862.01 
 

CLAMPING ADAPTER RING, for Use with 90°  
Bushing and Gasket 

Description:  There are no kits for the 90 degree clamped 
bushing.  The parts are ordered individually and assembled 
at the time of conversion in the field.  See U5-14/NSP-310 
for quantities. 

Application:  Use gasket.  See tables below. 

Stock Unit:  EA 

Stock  
No. 

Bolt  
Circle, in 

Material 
Standard 

686280 4-3/4 6862.8 

686283 5-7/8 6862.9 
 

Welded Bushing, Bolt-In Application 
Notes:  1. Order the ”Bushing with Adapter Ring” stock number and the gasket stock number.  The kits are for one phase.  

 Order three kits and three gaskets for a three phase transformer. 

 2. The bushing, or well, is shop welded to the adapter ring, each is one kit. 

 3. There may be no stock of adapter rings and bushings or wells as they are used by the shops to make up the 
 ”Bushing with Adapter Ring” assembly. 

   Stock No.     

Convert   

On Transformer From To 

Bushing  
with Adapter 
Ring Kit 

Bushing 
Alone 

Adapter 
Ring 
Alone Gasket 

Material 
Standard 

13 kV Ntwk and converted  
26 kV Ntwk with 686250 

13 kV PATR 1701 and 
26 kV conversions 

straight 
bushing 

686387 686392 686213 686386 6862.10 

26 kV Ntwk  26 kV PATR 1802 straight 
bushing 

686273 686392 686282 686281 6862.6 

26 kV CS 26 kV TR 18045R or W 200 A well 686197 686434 686196 686270 6862.01 
 

Clamping Adapter Ring, Clamped 90° Bushing Application 
 

Convert   Stock No    

On Transformer From To Adapter Ring Bushing Gasket Material Standard 

13 kV Ntwk  13 kV PATR 1701 90° bushing 686280 687009 686386 6863.5 

26 kV Ntwk  26 kV PATR 1802 90° bushing 686283 687009 686281 6863.5 

Ntwk = Network; CS = commercial subway; PATR = pre assembled terminator 
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