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Condulets for Aluminum or Galvanized Steel-Threaded Rigid Conduit 
 

Conduit Bodies shall be fabricated from essentially copper-free cast aluminum alloy.▲  Covers shall be fabricated from 

cast or sheet aluminum with stainless steel or aluminum captive screws.  Gaskets shall be synthetic rubber.  Covers, 
gaskets, and bodies shall be either supplied as completely assembled units or all of the items for each condulet shall be 
packaged in a sealed heavy plastic bag.  Conduit body types other than those illustrated are not normally stocked.  
When special conduit bodies are needed, order by Stores Requisition for special pickup. 

 

Type “LB” 

Stock No. Size, In. 

732574 1/2 
732575 3/4 
732576 1 
732577 1-1/4 
732578 1-1/2 
732579 2 
732580 2-1/2 
732581 3 

 
Type “C” 
Stock No. Size, In. 

732527 1/2 
732528 3/4 

 
 
 
 
 
Type “T” 
Stock No. Size, In. 

732625 1/2 
732629 3/4 
732634 1 
732639 1-1/4 
732646 1-1/2 

 

Type “LL” 

Stock No. Size, In. 

732596 1/2 
732597 3/4 
732598 1 
732600 1-1/2 
732601 2 

 
 
Type “LR” 
Stock No. Size, In. 

732607 1/2 
732608 3/4 
732609 1 
732610 1-1/4 
732611 1-1/2 
732612 2 

 
Typical Gasket (Neoprene) 
 

 
 
Typical Cover with Captive Screws 

 

 
 

▲Some sizes of conduit bodies may not be available in aluminum.  Hot-dipped galvanized malleable or ductile iron 
bodies are an acceptable substitute. 

 

Approved Manufacturers 

Appleton Crouse-Hinds Killark 

Form 85 with Type GK  * 

N Gasket and Type K Covers 

Mark 9 with Mark 9 Gaskets and 
Covers 

O Series with OLK  * 

RG Gaskets and OL or OCL Covers 

*Manufacturer's Designation for Conduit Size 
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Stock Unit:  EA 
 

Reference Specifications:  Federal Specification W-C-586, latest revision as applies to Type I, Design 1, Cast 

Aluminum Bodies. 
 
In October 2015, this standard was renumbered from 7325.1 to 7050.17. 
 


