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STEEL COUPLINGS, FIVE-INCH, SET-SCREW TYPE

1. Scope 4. Packaging

This standard covers the requirements for five-inch,
set-screw type, zinc-coated, steel couplings.

This standard applies to Seattle City Light stock

Packaging shall accommodate the needs of Seattle
City Light warehouse personnel.

Each package shall be legibly marked with Seattle City

number 013421. Light's stock number.
2. Application 5. Issuance
Set-screw type steel couplings are used to join EA
threaded sections of five-inch steel conduit to straight-
cut, unthreaded sections. 6. Approved Manufacturers

This coupling is used where it is not practical or
possible to use a standard, five-inch threaded
coupling, stock number 731102. This coupling also
satisfies federal “Buy American” policies. 7. References

Seattle City Light machine shop

Shipek, John; Standards engineer and originator of
3. Requirements 7051.03.

Material Standard 7050.05 — Zinc-Coated Steel
Conduit and Fittings

Set-screw type steel couplings shall be fabricated by
Seattle City Light's machine shop from excess
couplings meeting the requirements of Material
Standard 7050.05 — Zinc-Coated Steel Conduit and
Fittings.

Note: It is an industry standard that straight sections of
steel conduit are provided with a coupling on one end.
After a project it is common for numerous couplings to
be left over. It is from these leftovers that the machine
shop fabricates a new product. Leftover couplings
should be turned in to the warehouse as stock number
731102.

Set-screw type steel couplings shall be fabricated
according to the requirements of Figure 3.1.
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Figure 3.1, Machining Plan
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