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I N F L A T A B L E  C O N D U I T  S E A L I N G  D E V I C E S  
 
 

INFLATABLE CONDUIT SEALING SYSTEM, Rayf late  Duct  Seal ing System (RDSS) 

Description:   The Rayflate seal consist of an inflatable bladder of flexible metallic laminate, coated on both sides with a 
sealant strip.  With the sealant strips lubricated, the product can be wrapped around the cable and slipped into the conduit.  
The bladder is then inflated, pressing the sealant coating against the conduit wall and the cable.  Raychem RDSS-IG-SR-AS 
gas pressure inflation tool kit is used to inflate seals with nitrogen or compressed air from cylinders.  The kit contains 
valve/hose connections, a pressure gauge and an auto shutoff.  Upon removal of the filling tube, an automatic gel valve 
system retains the gas pressure in the bladder.  

Application:   The sealing system can provide a waterproof seal when used with plastic, concrete or steel conduit.  
Depending on the conduit diameter, most Rayflate bladders seal vacant conduits and conduits which contain up to two cables.  
Sealing of three or more cables can be achieved by inserting a mastic sealant-clip between the cables.  The RDSS-Clip is 
made from a high-temperature mastic mounted on an installation stick.  

SCL Material Standard:  none 

Stock Unit:  EA 
 

Application Guide: Sealing Kits and Clips Required 

 

Number of 
Cables 

Conduit ID  
Range, in 

Max. Cable or 
Cable Bundle 
Diameter, in 

Raychem  
Inflation Kit 

SCL  
Stk No 

Raychem  
Clip, 
number of clips 

SCL  
Stk No 

0, 1, or 2 1.75 to 2.25 0.7 to 1.6 RDSS-60 737530 none - 

 2.50 to 3.00 1.5 to 2.2 RDSS-75 737531 none - 

 3.25 to 4.50 2.2 to 3.5 RDSS-100 737532 none - 

 4.75 to 5.00 3.8 to 4.1 RDSS-125 737533 none - 

3 or 4 1.75 to 2.25 0.5 to 1.4 RDSS-60 737530 RDSS-CLIP-75 (1) 737541 

 2.50 to 3.00 1.3 to 2.0 RDSS-75 737531 RDSS-CLIP-75 (1) 737541 

 3.25 to 4.50 2.0 to 3.3 RDSS-100 737532 RDSS-CLIP-100 (1) 737542 

 4.75 to 5.00 3.6 to 4.9 RDSS-125 737533 RDSS-CLIP-125 (1) 737543 

5, 6, or 7 1.75 to 2.25 0.3 to 1.2 RDSS-60 737530 RDSS-CLIP-75 (2) 737541 

 2.50 to 3.00 1.1 to 1.8 RDSS-75 737531 RDSS-CLIP-75 (2) 737541 

 3.25 to 4.50 1.8 to 3.1 RDSS-100 737532 RDSS-CLIP-100 (2) 737542 

 4.75 to 5.00 3.4 to 3.7 RDSS-125 737533 RDSS-CLIP-125 (2) 737543 
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