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General Application: A bolted cable joint is a fully insulated 
and shielded system for terminating and electrically 
connecting an insulated power cable to electrical apparatus 
or other power cables.  Suitable for use on 13.8 kV, 3-wire, 
delta systems and 26.4 kV, 4-wire, solidly-grounded 
systems.  Bolted cable joints are available in cable-to-
apparatus (one way), straight (two-way), Y (three way), and 
H (four way) versions.  De-energized (and grounded) joints 
can be quickly and easily connected and disconnected 
using standard hand tools.  Bus bars can be  

changed to add or remove cables from the joint.  Note 
that when modifying an existing joint, jacket sealing and 
metallic shield adapter connections may need to be 
reworked.  The cable-to-apparatus connector listed on 
this page has an IEEE 386 interface on one end and is 
designed to be operated in the same manner as 600 A, 
T-body, separable connector. 

SCL Matl. Std. reference for this page:  6863.16 

All Stock Units:  EA 

 
 

H JOINT KIT 
Application:  For joining four primary 
cables through a single insulated bus, 
Additional parts are required to complete 
the connection. 
 
 
 
 
 
 
 

Stock Number:  687430 
 
 

 

4-WAY BUS, Bus Only, H-Joint 
Application:  For building an 
H-joint when housings and 
bolt kits will be obtained 
elsewhere. 

Stock Number:  013076 
 
 
 

HOUSING KIT, Includes Bolt and Washers 
Application:  For 
adding a primary 
cable to an existing 
insulated bus with at 
least one unused 
way.  Additional 
parts are required to 
complete the 
connection. 

Stock Number:  687429 
 

 

Y JOINT KIT 
Application:  For joining 
three primary cables 
through a single insulated 
bus, Additional parts are 
required to complete the 
connection. 
 
 
 
 
 
 
 

Stock Number:  687431 
 
 

3-WAY BUS, Bus Only, Y-Joint 
Application: For building a 
Y-joint when housings and 
bolt kits will be obtained 
elsewhere. 

Stock Number:  013075 
 
 
 

STRAIGHT CABLE-TO-APPARATUS CONNECTOR KIT
Application:  For connecting 
primary cable inline to an 
IEEE 386, 600 A, apparatus 
bushing.  Additional parts are 
required to complete the 
connection. 

Stock Number:  687437 
 
 

 


