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General Application: A bolted cable joint is a fully insulated and shielded system for terminating and electrically connecting an 
insulated power cable to electrical apparatus or other power cables.  Suitable for use on 13.8 kV, 3-wire, delta systems and 
26.4 kV, 4-wire, solidly-grounded systems.  Bolted cable joints are available in cable-to-apparatus (one way), straight (two-
way), Y (three way), and H (four way) versions.  De-energized (and grounded) joints can be quickly and easily connected and 
disconnected using standard hand tools.  Bus bars can be changed to add or remove cables from the joint.  Note that when 
modifying an existing joint, jacket sealing and metallic shield adapter connections may need to be reworked.   
SCL Matl. Std. reference for this page:  6863.16 
All Stock Units:  EA 
 

INSULATING CAP with bail 
Application:  An accessory device designed 
to electrically insulate, electrically  
shield, and mechanically seal an 
unused way of an insulated bus. 

Stock Number:  687435 
 
 
 

ASSEMBLY/DISASSEMBLY TOOL,  
lever drive type 
Application:  Recommended for ease of 
assembly/disassembly of receptacle to insulated 
bus bar. 

Stock Number:  687490 
 
 
 
 
 
 

ASSEMBLY/DISASSEMBLY TOOL,  
worm gear type 
Application:  Recommended for 
ease of assembly/disassembly of 
receptacle to insulated bus bar. 

Stock Number:  012856 
 
 

 

CABLE ADAPTER RETAINING RING 
Application:  To secure the cable adapter within a 
bolted cable joint.  

Stock 
Number 

Cable,  
AWG/kcmil Figure 

687604 #1 compressed  

 

 

 

none 2/0 compressed na 

687606 3/0 compressed  

 

 

 

687610 350 compact  

 

 

 

none 500 compressed na 

687612 500 compact  

 

 

 

687614 750 compact  

 

 

 

687615 1000 compact  

 

 

 
 


