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A C C E S S O R I E S ,  S E P A R A B L E  C O N N E C T O R  ( E L B O W ) ,   
M U L T I - W A Y  J U N C T I O N S ,  6 0 0  A ,  1 2 5  k V  B I L ,  D E A D B R E A K  

 
 

General Application:  The accessories on this page are intended to be used in conjunction with 600 A, 125 kV BIL, 
deadbreak separable connector dielectric components (T-bodies and cable adapters), Material Standard 6863.15, to 
construct complete cable connector systems. 
SCL Matl. Std. reference for this page:  6863.17 
All Stock Units:  EA 

 

MULTI-WAY JUNCTION (J-Box),Three-Bushing, 
with Type 160PS Parking Stand Each End 

Application:  An accessory device 
with three interconnected bushings.  
Center-to-center spacing is four 
inches. 

Stock Number:  686383 

 

 

 

 

 

MULTI-WAY JUNCTION (J-Box), Four-Bushing, 
with Type 160PS Parking Stand Each End  

Application:  An accessory device with four 
interconnected bushings.  Center-to-center spacing is four 
inches. 

Stock Number:  686384 

 
 
 
 
 
 
 

 

 

MULTI-WAY JUNCTION (J-Box),Three-Bushing, 
Cast Resin Type, with Type 160PS Parking Stand 
Each End 

Application:  An accessory 
device with three 
interconnected bushings.  
Center-to-center spacing 
is four inches.  Cast 
resin type junctions are 
for installations where 
extra high-reliability 
components are 
required. 

 

Stock Number:  012285 

 

MULTI-WAY JUNCTION (J-Box), Four-Bushing, 
Cast Resin Type, with Type 160PS Parking Stand 
Each End  

Application:  An accessory device with four 
interconnected bushings.  Center-to-center  
spacing is four inches.  Cast resin type junctions are for 
installations where extra high-reliability components are 
required. 

Stock Number:  012286 

 
  
 
 

 


