
 

SEATTLE CITY LIGHT STOCK CLASS: 70 

STOCK CATALOG 
PAGE: 

SUPERSEDING: 
EFFECTIVE DATE: 

69 
January 25, 2008 
February 1, 2008 

 

 

A C C E S S O R I E S ,  S E P A R A B L E  C O N N E C T O R  ( E L B O W ) ,   
6 0 0  A ,  1 2 5  k V  B I L ,  D E A D B R E A K  

 
General Application:  The accessories on this page are intended to be used in conjunction with 600 A, 125 kV BIL, 
deadbreak separable connector dielectric components (T-bodies and cable adapters), Material Standard 6863.15, to 
construct complete cable connector systems. 
Important Note:  Some accessories are provided with a stud.  If an accessory is provided with the stud factory-installed, it 
should be considered permanent and not removable. 
SCL Matl. Std. reference for this page:  6863.17 
All Stock Units:  EA 

 

THREADED STUD, 5/8-inch, Aluminum 

Application:  For replacement 
purposes if original threaded stud is 
lost or damaged. This part is only 
appropriate for 600 A rated connector 
systems. 

Stock Number:  686396 
 

CONNECTING PLUG with One Loose Stud 

Application:  A connector that provides two in-line 
bushing interfaces. 

Stock Number:  686353 
 
 
 

 

INSULATED PLUG with Test Point Cap 

Application:  An accessory device designed to electrically 
insulate, electrically shield, and mechanically seal an 
elbow interface.  Test point cap is removable to allow 
access to capacitive test point.  Requires stud. 

Stock Number:  686356 
 
 
 
 
 
 

 

INSULATED PLUG with Test Point Cap and One 
Loose Stud 

Application:  An accessory device 
designed to electrically insulate, 
electrically shield, and mechanically 
seal an elbow interface. Test point 
cap is removable to allow access to 
capacitive test point. 
Exact same as 686356, except 
one loose stud is provided. 

Stock Number:  686357 
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