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All Stock Units:  EA 
 

90 DEGREE BUSHING, Clamped 

Application:  For transformer and switch conversion 
and repairs.  For 13 kV and 26 kV Systems. 
See pages 70-47 and 70-49 for adapter rings 
and gaskets. 

SCL Matl. Std.:  6863.5 

Stock Number:  687009 
 

 

 

BUSHING WITH ADAPTER RING, 8 .58- inch 
Shank,  13 kV 

Application:  For transformer and 
switch conversion and repairs.  
For pothead replacement on 13 
kV network transformers.  
Bushing welded to 4-3/4-inch bolt 
circle adapter ring.  Bushing is 
welded to adapter ring, which is 
bolted to transformer.  See page 
70-47 for adapter ring and gasket.  
For in-air application, use with 
Stock Number 686397 (boot and 
collar.) 

SCL Matl. Std.:  6862.10 

Stock Number:  686387 
 

BUSHING WITH ADAPTER RING, 8 .58- inch 
Shank,  26 kV 

Application:  For transformer and switch conversion 
and repairs.  For pothead replacement on 26 kV network 
transformers.  Bushing welded to 5-7/8-inch bolt circle 
adapter ring.  Bushing is welded to adapter ring, which is 
bolted to transformer.  See page 70-47 for adapter ring 
and gasket.   

SCL Matl. Std.:  6862.6 

Stock Number:  686273 
 

BUSHING WITH ADAPTER RING,  9 .5- inch 
Shank,  26 kV 

Application:  For transformer and switch conversion 
and repairs.  For pothead replacement on 26 kV CS 
transformers.  Bushing welded to 6-1/8-inch bolt circle 
adapter ring.  Bushing is welded to adapter ring, which is 
bolted to transformer.  See page 70-47 for adapter ring 
and gasket.   

SCL Matl. Std.:  none 

Stock Number:  686197 
 

 
 

 


