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SEPARABLE CONNECTOR (Elbow), Dielectric 
Components, 150 kV BIL 

Description:  A separable connector (elbow) is a fully 
insulated and shielded system for terminating and electrically 
connecting an insulated power cable to electrical apparatus, 
other power cables, or both, so designed that the electrical 
connection can be readily established or broken by engaging 
or separating the connector at the operating interface.   

Application:  Suitable for use on 13.8 kV, 3-wire, delta 
systems and 26.4 kV, 4-wire, solidly-grounded systems.  150 
kV BIL T-bodies, straight bodies, and cable adapters cannot 
be used interchangeably with 125 kV BIL dielectric 
components.  New construction should utilize 125 kV BIL 
material, except in cases where the equipment being 
connected to has 150 kV BIL bushings.  600 A and 900 A 
compression connectors can be used to make up either 125 
kV BIL or 150 kV BIL separable connectors.  Dielectric 
components alone do not have a current rating.  

Assembly:  Refer to SCL Construction Guidelines U5-
17.10/NSP-305 or U5-2.8.4/NSP-300 for a list of the cable 
adapters, compression connectors and other parts necessary 
to make-up an assembly. 

SCL Matl. Std.:  6863.25 

Stock Unit:  EA 

 

 

 

 

 

 

 

 

 

 
 

Stock  
Number Description 

Cable Insulation OD, 
Minimum Range, in 

687060 T-body - 

687019 cable adapter 0.875-0.985 

687020  cable adapter  1.220-1.375 

687025  cable adapter 1.285-1.395 

687028  cable adapter 1.485-1.595 

687030  cable adapter 1.575-1.685 

687035  cable adapter 1.665-1.780 
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