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SEPARABLE CONNECTOR (Elbow ) 

 

 

 

 

 

 

 

 

 

Description:  Cooper Power Systems, 900 A, 125 kV, T-
OP II, deadbreak separable connector kit, cable specific 
and includes T-body with test point, test point cap, cable 
adapter, threaded copper stud, copper compression 
connector, and insulated cap for 200 A bushing. 

Application:  A separable connector (elbow) is a fully 
insulated and shielded system for terminating and 
electrically connecting an insulated power cable to 
electrical apparatus, other power cables, or both, so 
designed that the electrical connection can be readily 
established or broken by engaging or separating the 
connector at the operating interface.  Suitable for use on 
13.8 kV, 3-wire, delta systems and 26.4 kV, 4-wire, solidly-
grounded systems.  For situations where a 200 A interface 
is required for testing, grounding, or overvoltage 
protection. 

SCL Matl. Std.:  6863.34 

Stock Unit:  EA 

Stock  
Number Conductor 

686223 28 kV, 1/0 AWG solid aluminum, bare 
CN cable, Stock Number 602025 

 28 kV, 1/0 AWG solid aluminum, 
jacketed CN cable, Stock Number 
012098 

012486 28 kV, 500 kcmil compact stranded 
copper cable, Stock Number 012100 

686226 28 kV, 750 kcmil compact stranded 
copper cable, Stock Number 012101 

 

OPERATING,  TEST,  AND TORQUE TOOL 
Application:  Combined operating, test, and torque tool 
that allows single hotstick operation of Cooper Power 
System T-OP II. 
SCL Matl. Std.:  6863.34 

Stock Unit:  EA 

Stock Number:  686227 
 

T-WRENCH, 5/16- inch 
Application:  T-wrench for installing loadbreak reducing 
tap plug into Cooper Power Systems T-OP II. 
SCL Matl. Std.:  6863.34 

Stock Unit:  EA 

Stock Number:  686228 
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