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1. Composite Fiberglass, Reinforced Plastic, or Fiberglass 
Reinforced Mortar Secondary Handholes shall be of the 
configuration shown and shall meet the applicable requirements of 
Western Underground Committee Guide 3.6, except as modified 
herein.  The handholes are for use in light vehicular traffic areas. 

 The handholes shall have good abrasion resistance, high 
dielectric strength, a low moisture-absorption rate and be 
impervious to rot and fungus growth.  They shall also be inert to 
corrosive chemicals, including acids, alkalies, and organic 
solvents. 

2. Covers.  Handhole covers shall be made of the same material 
and have an embossed slip resistant surface to enhance 
pedestrian safety.  The covers shall be provided with a locking 
device to prevent easy removal by unauthorized persons. 

3. Extensions.  Extensions, used to extend hole depth, shall be 
designed to nest with the handholes for a snug fit.  Handholes 
may be 1 or 2 piece to equal a 24” to 26” depth. 

4. Color.  The color of the handholes and extensions shall be light to 
medium grey. 

5. Marking.  The words "Seattle City Light" shall be molded in the 
handhole cover. 

6. Reference Specification.  Western Underground Committee, 
Guide 3.6, latest revision. 

7. Stock Unit:  EA  
 

 
 
 

Approved Manufacturers  Stock  
No. Item Description Carson Ind. Electrimold Quazite 

720393* Handhole  17" x 30" x 12" or  24-26" H1730-24 ECBA-173024 DO-EH PC1730BA 

720397 Cover  17" x 30" x 3/4" or 2" H1730-P1 ECCA-173002 DO-EH PC1730CA 

720394 Handhole  24" x 36" x 18" H2436-24 ECBA-243618 DO-EH PG2436BA 

720399 Cover  24" x 36" x 2” or 3" H2436-P1 ECCA-243603 DO-EH PG2436CA 

* Quazite requires two PC1730BA sections for the 24-inch depth and for the City Light stock number. 
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