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CABINET – TERMINATING FOR 26 KV LOADBREAK JUNCTIONS 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

This specification covers Terminating Cabinets for mounting two-, three-, or four-position 25-kV-class loadbreak junctions 
that include their own adjustable mounting brackets.  The cabinets shall meet the physical dimensions listed and the 
following minimum requirements. 

CABINET:   The cabinet door shall be a "lift-up" design and shall include a door stop.  It shall be all welded construction 
with welds ground smooth and fully assembled.  The cabinet shall meet the security requirements of ANSI C57.12.28, 
including a corrosion-proof penta head security bolt and a recessed padlocking provision.  The roof shall be designed to 
shed water.  Cut edges shall be free of burrs. 

MATERIAL:  Cabinet: 12-gauge 304 Stainless Steel 

Mounting Channel:  12-gauge 304 stainless steel, full cabinet width, as dimensioned above.  It shall include four 5/8" 
min. holes with four ½" - 13 stainless steel nuts welded to the back side for the purpose of mounting junctions.  The 
channel shall be intermittent welded 6"-6" T&B, minimum, to cabinet. 

Hinges Locking Mechanism, and Other Hardware:  Stainless Steel 

FINISH:  The finish paint shall meet ANSI C57.12.28, Section 5.  The color shall be MUNSELL GREEN 7GY3.29/1.5 or 
reasonable variation with prior approval. 

GROUNDING BOSS:  Two ½" - 13 stainless steel grounding nuts shall be welded to the cabinet 4" ± 1" above the base 
and from the end walls. 

PLACARD MOUNTING:  For the purpose of attaching switching/clearance cards unique to Seattle City Light, the cabinet 
shall include either (a) two ¼" - 20 X ½" stainless steel "Nelson" type studs, or (b) two ¼" - 20 stainless steel bosses 
welded to the cover as shown.  The studs or bosses shall be 29¼" apart and approximately 4" ± ½" from the hinged edge. 

SUGGESTED SUPPLIERS:  Continental Columbus; Cooper Power Systems; Durham; Electrical Equipment; Malton; 
Reliable. 

STOCK NUMBER:  682890 


