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BUILDING HARDWARE — HINGES

HINGES, BUTT, LIGHT, NARROW, GENERAL UTILITY

Stock Unit: EA

Stock Size

No. Inches Pin Finish | Cat. No.

722132 | 2x1-9/16 | Loose | PS Stanley 840PS Hager 1840PS

722159 | 3x2 Fast PS Stanley 838PSHager 1838PS
HINGE, CABINET FRAME HINGE, TEE, Galv. Steel, Brass Pins
Wrought Steel, for 3/8” inset doors L N Stock Unit: EA .
Stock Unit: EA Y \E\)Q(\DB ' j‘ S e

Stock No. | Finish | Mfrs. Cat. No. LIGHT DUTY |

722678 uUS26 Amerock 1535 Stock Stanley

Stanley 1540 No. Size | Cat. No. Hager Cat. No.

HINGES, SCREEN DOOR 722726 | 47 Sc904RBP | WS1904-US2H
Adjustable tension, wrought steel HEAVY DUTY
Stock Unit: EA 722738 | 6° | SCO08RBP | WS1908-US2H

Stock | Size Bommer 722742 | 8" Sc908RBP | WS1908-US2H

No. Inches [ Surface | Cat. No.

722686 | 3x 3 Eull 2100 HINGE, BUTT, Utility, Broad, Steel

Stock Unit: EA gy | g

HINGE, STRIP, Undrilled Stainless Steel :
Per City Light Spec. 7226.6 _ = = Stock No. | Size Finish | Pin | Cat. No.
Stock Unit: FT EL S = 722153 | 2"X2" | PS Fast | Stanley 808PS

Stock Open Hager 1808

No. Width Thickness Pin Dia.

722658 | 1-1/16” | 0.040” + 0.005" | 0.102" HINGE, BUT'I_', for Medium Weight Doors

722660 | 2" 0.062" +0.005” | 0.125” Steel, loose pins QE

HINGE, STRAP, Galv. Steel, with Screws
Stock Unit: EA

LIGHT DUTY L S “.f .
Stock Stanley

No. Size | Cat. No. | Hager Cat. No.
722698 | 3" Sc900R | WS1900-US2H
722702 | 4" Sc900R | WS1900-US2H
722710 | 6” Sc900R | WS1900-US2H
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Stock Unit: EA

Stock Size Finish |Cat. No.
No.

722139  |2-1/2" X 2-1/2" US2H [McKinney 703-2H
Hager 1241-US2H

722162 |3-1/2" X 3-1/2" us4 Stanley 241F
Hager 1241-US4

722142 |4"x 4" US26 [Stanley 241CM
Hager 1241-US26

HINGE, CABINET, Brass, Ornamental

Stock Unit: EA
Stock
No. Size Type [ Mfrs. Cat. No.
722662 | 1-3/8" X 1-3/8" | Box Brainerd 76XC
722666 | 1-7/8" X 3" Box Brainerd 75XC
722670 | 1-1/2" X 2-1/2" | Butter | Stanley CD1475
-fly




