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W i r i n g  D e v i c e s  -  R e c e p t a c l e s  a n d  L a m p h o l d e r s  

RECEPTACLES 
SCL Material Standard:  7330.0 
Stock Unit:  EA 

Stock No. Description  

733011 Single, 3 wire, side wired, 20A, 250V, Specification Grade, NEMA configuration 10-20R  

733041 Duplex, parallel slots with ground, back and side wired, with 4-in cover, 15A, 125V, NEMA 
configuration 5-15R, double wiping contacts, Federal Specification W-C-596/11-2, Ind. Std. 5251 

 

733042 Duplex, 2 wire with ground, ivory, back and side wired, 20A, 125V, NEMA configuration 5-20R  

733054 Duplex, parallel slots with ground, back and side wired, 15A, 125V, NEMA configuration 5-15R, 
double wiping contacts.  Federal Specification W-C-596/12-2 Ind. Std. 5252, Brown 

 

733055 Single, parallel slots with ground, back and side wired, 15A, 125V, brown color, NEMA configuration 
5-15R, double wiping contacts, Federal Specification W-C-596/11-2, Ind. Std. 5251 

 

733060 Duplex, parallel slots with ground, back and side wired, 15A, 125V, ivory color, NEMA configuration 
5-15R, double wiping contacts.  Federal Specification W-C-596/12-1, Ind. Std. 5252-I 

 

733061 Duplex, parallel slots, with ground and GFCI, brown color, 15A outlets with 20A feed-through,  
125V, NEMA configuration 5-15R, double wiping contacts 

 

 

LAMPHOLDERS 
SCL Material Standard:  None (except 7331.0 for 733099E) 
Stock Unit:  EA 

Stock No. Description 

733082 Porcelain, for 4-in outlet box, with pull chain, heavy duty, 250V, 250W; Leviton 29816-C 

733083 Porcelain, for 4-in outlet box, with pull chain and 125V, 15A grounding outlet, 125V, 250W; 
Bryant 5291, Circle 854-S, P&S 35, and Leviton 9726-C 

733115 Porcelain, for 4-in outlet box, keyless, 250V, 660W; AH 111, Bryant 5228, Hubbell 3923,  
and P&S 110 

733116 Plastic, for 4-in outlet box, keyless, 250V, 660W; Eagle S1174W 

733084 Porcelain, ring-type, unglazed, 250V, 660 W; Leviton 9350, Hubbell 59108 

733090 Porcelain, surface mount low, glazed, 250V, 660W; Leviton 9880, Hubbell 9402 

733099E Composition, weatherproof, with 4-1/2-in #14 stranded leads, 600V, 300W 

 


