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Wiring Supplies - Lamps, Incandescent and LED 
 

LED, MEDIUM SCREW BASE, WHITE LIGHT, 120 Volt  

Description: Single-ended, LED, 120 Volt, white lamp with 
medium screw bases. 
Application: Lamps are for installation in 
open or enclosed fixtures with medium 
screw base lamp holders, and are suitable 
for damp locations. This lamp is suitable for 
130 VDC station emergency lighting. In 
2015, LED lamps replaced A19 and A21 
sized, general service, incandescent lamps.  
SCL Matl. Std.: 5722.81 
Stock Unit: EA 

Stock 
No. Lumens Color Type 

Incandecsent  
Equivalent 

(W) 
013673 800 2700K, warm white 60 
013674 850 5000K, cool white 60 
013675 1600 2700K, warm white 100 
013676 1675 5000K, cool white 100 

 
LED, MEDIUM SCREW BASE, WHITE LIGHT, 120 Volt 
Description: Single-ended, LED, 120 Volt, color lamp with 
medium screw bases. 
Application: Red or green LED lamps are installed in 
open or enclosed fixtures with 
medium screw base lamp 
holders, and are suitable for 
damp locations. They are 
used as status indicators on 
vault-installed transformers. In 
2015, LED lamps replaced 
A19 color lamps, stock 
numbers 730692 and 730693. 
SCL Matl. Std.: 5722.91 
Stock Unit: EA 

Stock 
No. Watts Color  

Incandecsent  
Equivalent 

(W) 
013677 3 Red 40 
013678 3 Green 40 

 
INCANDESCENT, SILVERED BOWL  
Operate with base up in porcelain sockets 
Per Fed. Spec. W-L-101 
Stock Unit: EA 

Stock  Bulb Base  Purchase 
No. Watts Type Type Volts Unit 
730655 300 PS-35 Mog. 130 24 
730656 500 PS-40 Mog. 130 24 

 

INCANDESCENT, INSIDE FROSTED, 130 Volt  
General Service 
Per Fed. Spec. W-L-101 
Stock Unit: EA 

Stock  Bulb Base Purchase 
No. Watts Type Type Unit 
730628 150 A-23 Med. 60 
730629 200 PS-30 Med. 60 
730630 300 PS-30 Med. 60 
730631 300 PS-30 Mog. 24 

INCANDESCENT, MISCELLANEOUS, 125 Volt 
Stock Unit: EA 

Stock No. Watt 
Bulb 
Type 

Base 
Type Description 

Purch. 
Unit 

730390  250 R-40 Med. 
Skirt 

Refl. Infra. 
Indust. 

24 

730392 250 R-40 Med. Refl. Infra. 
Heat Cl. C 

24 

730461  6 S-6 Cand
. 

Night Clear 120 

730511 90 PAR-
38 

Med. 
Skirt 

130V Halogen 
Spot 

12 

730512 90 PAR-
38 

Med. 
Skirt 

130V Halogen 
Flood 

12 

730519 150 R-40 Med. Ref. Flood 24 
730621 15 A-Frost Med. Exit Light 120 
Inside Frosted 
Per Fed. Spec. W-L-101f 

INCANDESCENT, TRAFFIC SIGNAL, Clear, 130 Volt  
Tower obstruction lights 
Stock Unit: EA 

Stock  Bulb Base Purchase 
No. Watts Type Type Unit 
730673 100 A-21TS Med. 120 

 
INCANDESCENT, SWITCHBOARD, 125 Volt  
Stock Unit: EA 

Stock 
No. Watts 

Bulb 
Type 

Base 
Type 

Mfgr. 
& Cat. 
No. 

Purch. 
Unit 

730530 1.7 T-3-1/4 Min. Bay GE 
B2A 

10 

 
INCANDESCENT, ROUGH SERVICE, inside frosted, 
130 Volt  
For drop cords, machine shop, etc. 
Per Fed. Spec. W-L-101f 
Purchase Unit: 120 
 
GE 100A/RS 60PK 
Osram Sylvania 100A21/VS 
Philips 100A/RS/VS 
 
Stock Unit: EA 

Stock No. Watts Bulb Type Base Type 
730552 100 A-21 Med. 
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INCANDESCENT, ROUGH SERVICE, shatter-resistant, 
120 Volt 
For trouble lights. 
Purchase Unit: 120 
 
GE 100A/RS/CVG 
Osram Sylvania 100A21/RS/SL 
Philips 100A/RS/TF 
 
Stock Unit: EA 

Stock No. Watts Bulb Type BaseType 
730553 100 A-21 Med. 

COMPACT FLUORESCENT, 68 W 

Description: 68 W, compact fluorescent lamp, 120 Vac, 
with E26 screw base. 
Application: Compact fluorescent lamps are used in 
lighting in-building vaults. This lamp is a highly efficient 
alternative to 300 W, incandescent lamps, Stock Number 
730630. While compact fluorescent lamps may be 
installed in most circuits designed for incandescent lamps, 
the reverse is not true. Before 
exchanging lamps in an existing 
circuit, verify the wiring and the 
transformer is appropriately sized for 
the load. Compact fluorescent lamps 
are for use in dry locations only and 
should not be used with dimmers. 
Lamps contain mercury. Dispose of 
properly. 
SCL Matl. Std.: 7303.68 
Stock Unit: EA 
Stock No: 013462 


