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Tape, Electrical 
 

ELECTRICAL SHIELDING TAPE 
Description: Woven No. 36 AWG tinned copper 
wire, 16 mil thick 
Application: Shielding tape is intended to: 
 Provide shielding for cable joints on shielded 

power cables 
 Make the conductive portion of the stress 

cone on power cable terminations. 

Shielding tape is an all-metal, open-weave, shielding 
braid tape in a flat, cable-like form. It is conformable 
due to the open-weave knit construction of two No. 
36 AWG tinned copper wires. Because of its 
construction, the tape interlocks with the previous 
layer, thereby assuring a tighter wrap (no solder 
bead is required). This product should not be used 
as a ground strap or jumper wire; its ampacity is not 
sufficient to carry large fault currents. 
 
 
SCL Matl. Std.:  7365.22 
Stock Unit:  RL 
 
Stock No. Description 
736244 1 in x 15 ft roll 
736243 2 in x 10 ft roll 
 

SELF-FUSING, SILICONE RUBBER, 
ELECTRICAL TAPE 
Description: self-fusing, inorganic silicone rubber, 
sky blue gray, 1 inch x 30 ft roll x 12 mil thick 
Application: This product is a high-temperature, arc 
and track-resistant tape composed of self-fusing, 
inorganic silicone rubber with an easy-tear and easy-
strip liner. Silicone rubber tape is intended for the 
following applications: 

 As an overwrap for protection of terminating 
high-voltage cables against arcing and 
tracking 

 As splice overwrap on spacer cable operating 
at 15 kV and above. 

SCL Matl Std.: 7365.24 
Stock Unit: RL 
Stock Number: 736512 
 
 
 
 

SELF-AMALGAMATING, ELECTRICAL 
INSULATING TAPE 
Description:  Self-amalgamating, ethylene 
propylene rubber (EPR), 30 mil thick, black 
Application: This product is a highly conformable, 
linerless, ethylene rubber (EPR), high-voltage 
insulating tape, formulated to provide excellent 
thermal dissipation of splice heat. The tape has 
excellent physical and electrical properties, which 
provide immediate moisture seals and void-free 
build-ups. Insulating tape is intended for the 
following applications: 

 Primary insulation for splicing all types of solid 
dielectric insulated cables through 69 kV 

 Jacketing (secondary insulation) on high-
voltage splices and terminations 

 Moisture-sealing electrical connections 
 Bus bar insulation. 

Insulating tape is linerless to permit quicker 
application. For best ultraviolet light (UV) protection, 
overwrap with a high-quality, vinyl electrical tape. 
 
 
SCL Matl. Std.:  7365.31 
Stock Unit:  RL 
 
Stock No. Description 
736503 3/4 in x 30 ft roll 
736504 1 in x 30 ft roll 
736505 1-1/2 in x 30 ft roll 
 


