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T A P E ,  E L E C T R I C A L  
 

 
SELF-AMALGAMATING, ELECTRICAL 
SEMICONDUCTING TAPE 
Description: Highly conformable, semi-conducting 
EPR (Ethylene Propylene Rubber) based 
high-voltage splicing tape, 30 mil thick, black 
Application: Semiconducting tape is intended for 
the following applications: 

 To electrically round out high-voltage 
connectors and to bond to insulating materials 
to minimize electrical stresses 

 Continue semi-conducting strand shielding 
found in solid dielectric (polyethylene, XLP, 
EPR, etc.) cables at 5 kV and above 

 Provide shielding for cable joints on solid 
dielectric insulated power cables (shielded or 
concentric neutral) 

 Round out bolted connections on insulated 
bus bars. 

Semiconducting tape is not oil resistant. It should 
not be used in splicing and terminating cables 
which contain oil or slippery compounds as part of 
dielectric such as PILC. For best ultraviolet light 
(UV) protection, overwrap with a high-quality, vinyl 
electrical tape. 
SCL Matl. Std.: 7365.54 
Stock Unit: RL 
 

Stock No. Description 
736670 3/4 in x 15 ft roll 
736671 1 in x 15 ft roll 
010451 1-1/2 in x 15 ft roll 

 
 

SEALING AND INSULATING MASTIC TAPE 
Description: Self-amalgamating, insulating 
mastic tape, “Aqua seal,” 1/8-inch thick 
Application: For sealing all types of overhead and 
direct buried electrical connections up to 600 volts. 
For waterproofing duct work, cable ends, and all 
types of splices. Product is not appropriate for 
applications that may contact the semi-con layer of 
primary cable. 
SCL Matl. Std.: 7364.70 
Stock Unit: RL 
Stock No. Width (in) Roll Length (ft) 
736470 E 3-3/4 10 

ELECTRIC ARC PROOFING TAPE 
Description: White to gray, 0.030-inch thick 
Application: Tape is applied to 
high-energy, communication,  
and control cables that are within 
18 inches of other cables to offer 
protection in the event of a fault 
from fire and electric arcs until 
limiting devices have time to 
operate. 
Because tape is not adhesive coated, it must be 
held in place after wrapping with bands of silicone 
adhesive glass cloth tape, Stock No. 736632. 
SCL Matl. Std.: 7365.20 
Stock Unit: RL 
Stock No. Width (in) Roll Length (ft) 
736525 1-1/2 20 
736527 3 20 
 
ACRYLIC FOAM, DOUBLE-SIDED, HIGH-BOND 
TAPE 
Description: Durable, grey, double-sided 
adhesive formulated to provide strong bonds in 
interior and exterior applications.   
Application: Typically used for applying 
streetlight pole placards to streetlights, but can 
be used in many applications. 

SCL Matl. Std.: 7365.81 
Stock Unit: RL 

Stock No. Size 
013527 1-1/2 in x 36 yd 
 
INSULATING MASTIC TAPE 
Description: Self-amalgamating, 
low voltage insulating mastic 
designed for quick void-free 
insulation build-up. Easily molded 
by hand to conform to irregular 
shapes. Can be used as primary insulation for splices 
through 5 kV in conjunction with other insulating tapes. 
Provides an excellent moisture seal.  
SCL Matl. Std.: 7364.80 
Stock Unit: RL 
Stock No. Width (in) Roll Length (ft) 
736750 1-1/2 5 
 


