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Tape, Electrical 
 

 
PRESSURE-SENSITIVE, VINYL, 
ELECTRICAL TAPE 
Description: Polyvinyl chloride (PVC) tape with 
rubber-based, pressure-sensitive adhesive, black. 
Standard-duty tape is 8.5 mil thick; heavy-duty tape 
is 10 mil thick. 
Application: Shielding tape is intended to be used 
as: 

 Primary electrical insulation for wire and cable 
splices rated up to 600 volts 

 Protective jacketing for high voltage cable 
splices and repairs. 

It is also suitable for both indoor and outdoor 
applications as well as above and below-grade 
applications. 

Standard-duty tape has a lower installation and 
operating temperature rating than heavy-duty tape. 

Heavy-duty tape is more suitable for wrapping pipe 
than standard-duty tape. 

SCL Matl. Std.: 7366.55 
Stock Unit:  RL 
 
Stock No. Description 
736655 Standard-duty 3/4 in x 66 ft roll 
736656 Standard-duty 1-1/2 in x 44 ft roll 
736644 Heavy-duty, 1 in x 36 yd roll 
736650 Heavy-duty, 2 in x 36 yd roll 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

VINYL, COLOR CODING TAPE 
Description: Polyvinyl chloride (PVC) tape with 
rubber-based, pressure-sensitive adhesive, 1/2 in 
wide x 20 ft roll x 7 mil thick 

Application: Vinyl, color coding tape operates over 
a wide range of temperatures, applies smoothly, 
conforms, and is available in nine fade-resistant 
colors. Vinyl, color coding tape is intended for color 
coding for phase identification, job identification and 
safety. 

SCL Matl. Std.: 7366.71 
Stock Unit: RL 
 
Stock No. Color 
736775 White  

736776 Yellow ██ 

736777 Blue ██ 

736778 Red ██ 

736779 Green ██ 

736780 Orange ██ 

736781 Brown ██ 
 
 


