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Shrink Boots and Caps 

Cable Breakout Boots, Heat Shrink 
Description: Cable breakout boots, heat shrink type, black, cross-linked 

polyolefin.  Boot interiors are lined their full length with a smooth 
coating of thermoplastic (hot melt) adhesive. 
Cable breakout boots provide strain relief and mechanical and 
environmental protection for breakouts in three-, four-, and 
six-conductor cables. Cables of this type are exclusive to the 
Network system. Product is considered non-flame retardant. Use 
only an approved propane torch, Stock No. 765897, to install heat 
shrink products.  Matl. Std.: 7374.80 

Stock Unit: EA 
  Body Use Diameter (in) Leg Use Diameter (in) 
Stock No. Number of Legs Minimum Maximum Minimum Maximum 
737513 3 0.85 2.20 0.35 0.90 
737517 3 1.10 2.90 0.52 1.25 
010402 3 1.77 4.53 0.87 2.05 
012479 4 2.75 8.50 0.87 2.00 
737520 6 1.45 3.85 0.60 ph 1.50 ph 

 

Sealing Caps, Heat Shrink 
Description: Sealing caps, heat shrink type, black, cross-linked polyolefin.  

Sealing cap interiors are lined their full length with a smooth coating 
of thermoplastic (hot melt) adhesive. 

Sealing caps are used to seal cable ends and provide mechanical 
and environmental protection. Sealing caps may also be used as a 
live end seal for systems rated 600 volts and below. Product is 
considered non-flame retardant. Use only an approved propane 
torch, Stock No. 765897, to install heat shrink products. 

 

Matl. Std.: 7374.85 
Stock Unit: EA 

Stock No. 
Expanded Length, 

Nominal (in) 
Expanded Internal 

Diameter, Minimum (in) 
Recovered Internal 

Diameter, Maximum (in) 
Recovered Wall 

Thickness, Nominal (in) 
737475 E 2.2 0.79 0.36 0.09 
737477 E 3.5 1.37 0.70 0.12 
737479 E 5.7 2.17 1.00 0.13 
737485 E 6.5 2.87 1.26 0.13 
737483 E 6.5 3.94 1.77 0.16 
737481 E 5.7 4.70 2.76 0.16 

 
Sealing Caps, Cold Shrink 
Description: Used to seal cable ends and provide mechanical and 

environmental protection. Sealing caps may also be used as a live 
end seal for systems rated 600 V and below. Product is considered 
non-flame retardant. Installation requires no special tools. 

 

Matl. Std.: 7375.85 
Stock Unit: EA 

Stock No. Use Range (in) Length, Nominal (in)  
011682 E 0.46 to 0.82 2.5  
011683 E 0.63 to 1.18 2.75  
011684 E 1.02 to 1.94 3  
011685 E 1.79 to 3.32 3.5  
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