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SCHEDULE 40 PVC CONDUIT 
Description:  Schedule 40 extruded rigid PVC (polyvinyl 
chloride) conduit.  All conduit, 2 inch (IPS) and larger, are 
chamfered.  Except for 5-inch conduit, one conduit end is 
bell and the other, straight cut.  5-inch conduit is straight 
cut on both ends. 
Application:  Schedule 40 PVC conduit is used to 
construct smooth raceways for the pulling in of cable 
installed in a variety of looped radial and network system 
applications:  service, secondary, primary, 
communication, and control.  Schedule 40 PVC conduit is 
not appropriate for riser pole applications. 
SCL Matl. Std.:  7015.05 
Stock Unit:  FT 
 
 
 
 
Stock  
Number 

Trade  
Size, in 

SCL New  
Construction 

734525 0-1/2 standard 
734526 0-3/4 standard 
734527 1 do not use 
734528 1-1/4 do not use 
734529 1-1/2 do not use 
734530 2 standard 
734531 2-1/2 do not use 
734532 3 standard 
734533 3-1/2 do not use 
734523 4 standard 
734524 5 use fiberglass 
010334 6 do not use 
 

DIRECTIONAL DRILLING CONDUIT SYSTEMS 
Description:  Conduit systems specifically intended for 
directional drilling construction projects. 
Application:  Directional drilling is an underground 
excavation method using a steerable system for 
installing pipe, conduit and cable using a surface 
launched drill rig.  The conduit systems cited in 
7017.05 have been reviewed and approved by Seattle 
City Light for use on our system. 
SCL Matl. Std.:  7017.05 
Stock Number:  none 

 

SCHEDULE 40 PVC ELBOWS 
Description:  Schedule 40 extruded rigid PVC (polyvinyl 
chloride) 90°, 45°, and 22-1/2° elbows.  All elbow straight cut 
ends, 2 inch (IPS) and larger, are chamfered.  Elbows are 
also known as bends.  Except for 5-inch elbows, one end is 
bell and the other, straight cut.  5-inch elbows are straight 
cut on both ends. 
Application:  Schedule 40 PVC elbows are used to 
construct smooth raceways for the pulling in of cable.  
SCL Matl. Std.:  7015.05 
Stock Unit:  EA 
 
Stock  
Number 

Trade  
Size, in 

Radius,  
in 

Tangent 
Length, in 

90 degree    
734551 0-1/2 04   1-1/2 
734671 0-3/4 04-1/2  1-1/2 
734550 1 05-3/4   1-7/8 
734546 1-1/4 07-1/4  2 
734547 1-1/2 08-1/4 2 
734548 2 24 2 
734549 2-1/2 24 3-1/8 

45 degree    
734553 1-1/4 07-1/4  2 
734554 1-1/2 08-1/4 2 
734555 2 18 2 
734557 3 36 3-1/8 
734558 3-1/2 36 3-1/4 
734559 4 36 3-3/8 

22-1/2 degree    
734561 2 18 3 
734562 2-1/2 18 3 
734563 3 24 3-1/4 
734564 3-1/2 24 3-1/2 
734566 4 24 3-3/8 
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