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Schedule 80 PVC Conduit and Elbows 

Schedule 80 PVC Conduit 
Description: Schedule 80 extruded rigid PVC (polyvinyl chloride) conduit. All 

conduit that is 2 inches (IPS) or larger is chamfered. Except for  
5-in conduit, one conduit end is bell and the other is straight cut.  
5-in conduit is straight cut on both ends. 

 Application: Schedule 80 PVC conduit is used to construct smooth raceways for 
the pulling in of cable installed in a variety of looped radial and 
network system applications: service, secondary, primary, 
communication, and control. 

Assembly Refer to Stock Catalog page 73-52 for PVC fittings (couplings). 
Matl. Std.: 7020.05 
Stock Unit: EA 

Stock No. Trade Size (in)     
738740 1-1/2     
738741 2     
738742 2-1/2     
738743 3     
738744 3-1/2     
738745 4     
738746 5     
010333 6     

 
Schedule 80 PVC Elbows 
Description: Schedule 80 extruded rigid PVC (polyvinyl chloride) 90 degree, 45 

degree, and 22-1/2 degree elbows. All elbow straight cut ends that 
are 2 inch (IPS) or larger are chamfered. One end of the elbow shall 
be bell and the other is straight cut. 

 

Application: Schedule 80 PVC elbows are used to construct smooth raceways for 
the pulling in of cable. 

Matl. Std.: 7020.05 
Stock Unit: EA 

Stock No. 
Trade 

Size (in) 
Radius 

(in) 
Tangent 

Length (in)   

22-1/2 degree   

 

013647 2 24 3 
013650   3 24 3-1/4 

45 degree    

 

013648 2 24 2 
013651 3 24 3-1/8 

90 degree    

 

013649 2 24 2 
013652 3 24 3-1/8 
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