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Fiberglass Elbows (Sweeps) and Fittings

Fiberglass Elbows, 4-inch

Description:

Matl. Std.
Stock Unit:
Stock No.
013587
013588
013589
013590
013591
013592

Four-inch, heavy wall, with 2 deep socket
PVC couplings. Elbow angles are required

to be accurate to + 2% of specified.
7024.05

EA
Angle (degrees) Radius (in)
5 144
11-1/4 144
15 144
22-1/2 144
45 144
90 144

Fiberglass Elbows, 5-inch

Description:

Matl. Std:
Stock Unit:
Stock No.
012809
012847
012848
012849
012850
013568
013586

Five-inch, medium wall, for fiberglass
conduit. Elbow angles are required to be
accurate to £ 2% of specified.

7025.05
EA
Angle (degrees) Radius (in)
90 60
90 144
11-1/4 144
22-1/2 144
45 144
5 144
15 144

Fiberglass Fittings, 5-inch

Description:

Matl. Std.
Stock Unit:
Stock No.
012814
012815
012817
012818
013358
013567

Female terminal adapter, Stock

No. 012817, is used for joining fiberglass
conduit to galvanized rigid steel (GRS)
conduit. Adapter has same threads as
GRS (straight).

7025.05

EA

Description

Stop coupling

End bell, socket type

Female terminal adapter

Fiberglass end cap with gasket

Repair coupling

5-in fiberglass to 5-in PVC adapter



