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Iron and Zinc-Coated Steel Conduit Fittings 

Threaded Couplings, Straight Threaded 
Description: For zinc-coated steel 

conduit.  Threaded 
couplings are  
straight-tapped. 

 
Matl. Std.: 7050.05 
Stock Unit: EA 
Stock No. Trade Size (in)  
731091 1/2  
731092 3/4  
731093 1  
731094 1-1/4  
731095 1-1/2  
731096 2  
731097 2-1/2  
731098 3  
731099 3-1/2  
731100 4  
731102 5  
 

Steel Couplings, 5 in, Set-Screw Type 
 

 
Description: Zinc-coated steel. Set-screw type, steel 

couplings are used to join threaded 
sections of 5-in steel conduit to straight-
cut, unthreaded sections. These are used 
where it is not practical or possible to use 
a standard, 5-in threaded coupling, Stock 
No. 731102. This coupling also satisfies 
federal “Buy American” policies. 

Stock Unit: EA 
Stock No.: 013421 
 

Set Screw Couplings 
Description: For rigid conduit slip fit. 

 

Matl. Std.: None 
Stock Unit: EA 

  Manufacturer's Catalog No. 

Stock No. 
Trade Size 

(in) EFCOR OZ/Gedney 
Steel Electric 

Products (SEPCO) 
013569 2 – 29-200 TRCC-200 
731082 2-1/2 1736 29-250 TRCC-250 
731083 3 1737 29-300 TRCC-300 
731084 3-1/2 1738 29-350 TRCC-350 
731085 4 1739 29-400 TRCC-400 
731086 5 17395 29-500 TRCC-500 
 
 

Split Couplings 
Description: For joining where conduit 

cannot be turned or where 
space is limited. 

 Matl. Std.: None 
Stock Unit: EA 
Stock No. Trade Size (in) OZ Cat. No. 
731146 0-3/4 SSP-75 
731150 2 SSP-200 
731152 3 SSP-300 
731153 3-1/2 SSP-350 
731155 4 SSP-400 

 

Nipple Stock 

 
Description: UL 6 defines a nipple to be a straight 

section of conduit 24 inches in length or 
less, with male pipe threads at each end.  
SCL purchases nipple stock, also known as 
running thread, in 3-ft lengths. 

Matl. Std.: 7050.05 
Stock Unit: EA 
Stock No. Trade Size (in)  
734868 1/2  
734869 3/4  
734870 1  
734872 1-1/2  
734873 2  
734874 2-1/2  

 


