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Steel Conduit Bushings, Locknuts and Clamps, 
Grounding and Non-Grounding 

BUSHI NG,  Threaded,  
Steel  or  Mal leable  I ron  

 INSUL ATI NG BUSHING,  
Threaded,  D,  P las t ic  

 INSUL ATI NG BUSHING,  D,  
P last ic  w i th  Locknut  

 LOCKNUT,  Threaded,  
Steel  or  Mal leable  I ron  

 

 

 

 

 

 

 
Description:  hot dip or 
mechanical galvanized, per 
NEMA FB 1 
SCL Matl. Std.: None 
Stock Unit:  EA 

 Description:  per NEMA  FB 1 
SCL Matl. Std.: None 
Stock Unit:  EA 

 Description:  per NEMA FB 1 
SCL Matl. Std.:  None 
Stock Unit:  EA 

 Description:  hot dip or mechanical 
galvanized, per NEMA FB 1 
SCL Matl. Std.: None 
Stock Unit:  EA 

Stock No. Trade Size (in) 
 

Stock No. Trade Size (in) 
 

Stock No. 
Trade 

Size (in) 
O-Z/ 

Gedney 
 

Stock No. Trade Size (in) 
731515 1/2  731565 1/2  731591 1/2 BBL-50  731490 1/2 

731516 3/4  731566 3/4  731592 3/4 BBL-75  731491 3/4 

731517 1  731567 1  731593 1 BBL-100  731492 1 

731519 1-1/2  731568 1-1/4  731594 1-1/4 BBL-125  731493 1-1/4 

731520 2  731569 1-1/2  731595 1-1/2 BBL-150  731494 1-1/2 

731521 2-1/2  731570 2      731495 2 

731523 3-1/2  731571 2-1/2      731496 2-1/2 

731524 4  731572 3      731497 3 

   731573 3-1/2      731498 3-1/2 

   731574 4      731499 4 

   731575 5        
 

GROUNDI NG INSUL ATED BUSHI NG,   
Threaded,  Mal leable  I ron  

Description:  Electro zinc plated cast malleable iron body, 
aluminum/tin plated lay in lug, and thermoplastic insulator.  Lug 
accepts #14 to #4 AWG copper or aluminum conductor. 
Application:  For bonding jumper to  
multiple metal conduits. 
Stock Unit:  EA 
SCL Matl. Std.:  None 

Stock No. 
Trade Size 

(in) O-Z/ Gedney Thomas & Betts 
731530 1-1/2 IBC-150L-4AC 3874 

731531 2 IBC-200L-4AC 3875 

731532 2-1/2 IBC-250L-4AC 3876 

013270 3 IBC-300L-4AC 3877 

012857 4 IBC-400L-4AC 3879 
 

GROUNDI NG CL AMP,  W ater  P ipe  
SCL Matl. Std.:  None 

Stock No. Trade Size (in) 

 
 

733566 1-1/2 to 1 

733567 1-1/4 to 1-1/2 

733568 2-1/2 to 3 
 
 
 

GROUNDI NG LOCKNUT,  Mal leable  I ron  
Description:  hot dip or mechanical  
galvanized, per NEMA FB 1 
SCL Matl. Std.:  None 

Stock No. Trade Size (in)  

731505 1-1/4  

731506 1-1/2  

731507 2  

731508 2-1/2  

731509 3  
 
SPLIT GROUNDING BUSHI NG 
Description: Zinc die cast body, 4-in, with 
aluminum alloy 6061-T6 lug, wire capacity 
#6 stranded minimum to 3/0 solid maximum. 
Application: Used in situations where wires 
have a lready been pulled through conduit 
or EMT fittings, an  an insulated grounding 
bushing is required. 
SCL Matl. Std.: None 
Stock Unit: EA 

 

Stock No. Manufacturer Catalog No.  UPC No. 

013528 Bridgeport/Mighty-Rite SGB-390CL 90390 
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