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Lamps, Compact Fluorescent, 68 W 

 

1. Scope 

This standard covers the requirements for 68 W, compact fluorescent lamps. Lamps of 
this design are also known as one-piece spring lamps. 

This standard applies to Seattle City Light (SCL) Stock No. 013462. 

2. Application 

Compact fluorescent lamps are used for lighting in-building vaults. This lamp is a highly 
efficient alternative to 300 W, incandescent lamps, Stock No. 730630. 

While compact fluorescent lamps may be installed in most circuits designed for 
incandescent lamps, the reverse is not true. Before exchanging lamps in an existing 
circuit, verify the wiring and the transformer is appropriately sized for the load. 

Compact fluorescent lamps are for use in dry locations only and should not be used  
with dimmers. 

Lamps contain mercury. Dispose of properly. 
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3. Industry Standards 

Lamps shall meet the applicable requirements of the following industry standard: 

ANSI C78.20-2003 – American National Standard for Electric Lamps – A, G, PS, and 
Similar Shapes with E26 Medium Screw Bases 

4. Requirements 

Lamps shall meet the applicable requirements of ANSI C78.20 and this material standard 
with the following clarifications: 

 Lamp shall be capable of operation in all positions 
 Lamp shall be self-ballasted 
 Lamp shall be UL listed. 

Table 4.  68W Fluorescent Lamp Requirements 

On state power consumption 68 W 
Incandescent equivalent 300 W 
Input line voltage 120 VAC 
Initial 4200 lumens 
Correlated Color Temperature (CCT), nominal 5100 °K 
Color rendering index (CRI), minimum 82 
MOL/height 9.5 in 
Diameter/width 4.1 in 
Base type E26 medium screw 
Base material Brass 
Starting temperature, minimum -10 C / 14 F 
Power factor > .50 
Total harmonic distortion (THD) < 150% 
Life, nominal 10,000 hours 

5. Marking 

Each lamp shall be marked with: 

 Manufacturer’s name 
 Manufacturer’s part number 
 Rated voltage 
 Rated wattage 
 UL listing. 

6. Packaging 

Each lamp shall be individually packaged to prevent damage during shipping, handling 
and storage. 

Lamps shall be packaged six per case. 

Shipping containers shall be marked with: 

 Seattle City Light purchase order number 
 Seattle City Light stock number. 

7. Issuance 

EA 
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8. Approved Manufacturer 

Stock No. Technical Consumer Products, Inc. 
013462 28968-51K 

9. References 

Shipek, John; SCL Standards Engineer and originator of 7303.68 

Technical Consumer Products, Inc. 


