
SEATTLE CITY LIGHT 

MATERIAL STANDARD 

STANDARD NUMBER: 

PAGE: 
SUPERSEDING: 

EFFECTIVE DATE: 

7330.0 
1 of 2 
May 27, 2008 
November 14, 2013 

 

standards coordinator standards supervisor unit director 

John Shipek John Shipek Darnell Cola 

 

R E C E P T A C L E S  ( O U T L E T S )  

1. Scope:  This specification applies to 120 - 250 Volt electrical appliance receptacles with 15 or 20 ampere capacities. 

2. General:  The receptacles shall be specification grade and meet the latest revisions of the Federal Specifications, ANSI, 
and NEMA Standards cited in the descriptions below, except as modified herein. 

3. Contacts:  All power and grounding contacts shall be bronze, double wiping, and meet the requirements on NEMA 
Standard WD 1-3.02. 

4. Ground-Strap:  The ground strap shall be one piece and a minimum of 0.052 inches (1.32 mm) thick. 

5. Wiring Connections:  All wire contact screws  shall be no smaller than #8-32.  The back wiring contacts shall be clamped 
by the wiring screws.  The wiring connections shall be suitable for all wire up to #10 AWG. 

6. Case:  The receptacles shall be totally enclosed in a heavy-duty case and cover. 

7. Reference:  Federal Specs. WC 596 and WL 142, ANSI C73 series, NEMA WD-1, UL 817. 

8. Note:  See Material Standard 7331.0 for plugs. 
 

 Approved Manufacturers     

Stock 
Number Description  

Arrow 
Hart Bryant 

Eric- 
son Hubbell Leviton

Pass &  
Seymour Sierra 

Wood-
head 

733011 RECEPTACLE, single, 
side wired, 20A, 250V 
NEMA configuration 
10-20R, Fed. Spec. W-
C-596/26 

        9140 – – HBL- 
6810 

5032 6810 

 

– – 

733041 RECEPTACLE, 
duplex, parallel slots 
with ground, back & 
side wired, brown 
color, 15A, 125V.  
NEMA configuration  
5-15R, Fed. Spec.  
W-C-596/11-2 

  5282 5282 – HBL- 
5282 

5042 – – – 

733042 RECEPTACLE, 
duplex, ivory, 2 wire 
with ground, 20A, 
125V NEMA config.  
5-20R 

        – – – CR- 
5362-I 

– – – 5362 
DWI 

733054 RECEPTACLE, 
duplex, parallel slots 
with ground, back & 
side wired, brown 
color, 15A, 125V, 
NEMA configuration  
5-15R, Fed. Spec.  
W-C-596/12-2 

       5262 5262 – CR- 
5262 

5262 5262 1454X 5262 
DW 
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 Approved Manufacturers     

Stock 
Number Description  

Arrow 
Hart Bryant 

Eric- 
son Hubbell Leviton

Pass &  
Seymour Sierra 

Wood-
head 

733055 RECEPTACLE, single, 
parallel slots with 
ground, back & side 
wired, brown color, 
15A, 125, NEMA 
configuration  
5-15R, Fed. Spec.  
W-C-596/11-2 

       5261 5261 – HBL- 
5261 

5261 5261 1200X 5261 
DW 

733060 RECEPTACLE, 
duplex, parallel slots 
with ground, back & 
side wired, ivory color, 
15A, 125V, NEMA 
configuration  
5-15R, Fed. Spec.  
W-C-596/12-1 

       5262-I 5262-I – CR- 
5262-I 

5262-I 5262-I 1454 5262 
DWI 

733061 RECEPTACLE, 
duplex, parallel slots 
with ground & GFCI, 
double wiping contacts, 
brown color, 15A 
outlets with  
20A feedthrough,  
UL 2003, 125V, NEMA 
configuration 5-15R. 

       – GF52A – – 7599 – – – 

733141 RECEPTACLE, single 
2 wire with ground , 
weather resistant,  
20A, 125V, UL  
2003, NEMA config. 
5-20R 

       – – – HBL-
15W33 

– – – 15W33 

733142 RECEPTACLE, single 
locking 2-wire, 20A, 
250V NEMA 
configuration L2- 
20R, ANSI Std. 
C73.32, Fed. Spec. 
WC 596/76-1 

       – – – HBL-
7101-C 

– 7101 – – 

733143 RECEPTACLE,  
single, locking  
3-wire 20A, 250V  
Non-standard 

       7314-C 7314 – HBL-
7314-C 

7314-C – – 2708 

733144 RECEPTACLE, single, 
parallel slot with 
ground, 15A,  
125V NEMA  
config. 5-15R ANSI 
Std. C73.11, Fed. 
Spec. WC 596/14-1 

       5269-N 5269 
NSY 

1610-C HBL-
5269-C 

5269-C 5269- 
SS 

– 5269 

 

 


